
THE POWER OF RISING VALUE

RISEN ENERGY CO., LTD.
Tashan Industry Zone, Meilin, Ninghai 315609,Ningbo│PRC
Tel: +86-574-59953239       
Fax: +86-574-59953599
E-mail: marketing@risenenergy.com  
Website: www.risenenergy.com           

MECHANICAL DATA
Solar cells
Cell configuration

Module dimensions 

Monocrystalline
110 cells (5×11+5×11)
2384×1096×30/35/40mm

REM110-M-12BB-EN-H1-1-2024-AUVersion:

PACKAGING CONFIGURATION

1072

720
36
20

40ft(HQ)

2395×1120×1235

Number of modules per container
Number of modules per pallet
Number of pallets per container
Packaging box dimensions (LxWxH) in mm
Box gross weight[kg]

ELECTRICAL DATA (STC)

★

540

20.7

37.78
18.18
31.46
17.17

Module Efficiency (%)

Rated Power in Watts-Pmax(Wp)
Open Circuit Voltage-Voc(V)
Short Circuit Current-Isc(A)
Maximum Power Voltage-Vmpp(V)
Maximum Power Current-Impp(A)

Model Type

ELECTRICAL DATA (NMOT)

NMOT: Irradiance at 800 W/m², Ambient Temperature 20°C, Wind Speed 1 m/s.

409.0
35.14
14.91

14.01
29.19

Model Type

Open Circuit Voltage-Voc (V)
Short Circuit Current-Isc (A)
Maximum Power Voltage-Vmpp (V)
Maximum Power Current-Impp (A)

Maximum Power-Pmax (Wp)

 2024 Risen Energy. All rights reserved. Contents included in this datasheet are subject to change without notice.
No special undertaking or warranty for the suitability of special purpose or being installed in extraordinary 
surroundings is granted unless as otherwise specifically committed by manufacturer in contract document.

c
CAUTION: READ SAFETY AND INSTALLATION INSTRUCTIONS BEFORE USING THE PRODUCT. 

Made in China/Malaysia

TEMPERATURE & MAXIMUM RATINGS

Temperature Coefficient of Voc
Temperature Coefficient of Isc
Temperature Coefficient of Pmax
Operational Temperature
Maximum System Voltage
Fire Class According to Ul790

Nominal Module Operating Temperature (NMOT)

-40°C~+85°C
1500VDC
CLASS C

44°C±2°C
-0.25%/°C 
0.04%/°C 
-0.34%/°C 

Max Series Fuse Rating
Limiting Reverse Current

30A
30A

Dimensions of PV Module

STC: lrradiance 1000 W/m', Cell Temperature 25°C, Air Mass AM 1.5 according to EN 60904-3
*�Module Efficiency(%): Round-off to the nearest number
Sorting and binning tolerances: 0-4.99W Measurement tolerance: ±3%
Short Circuit Current tolerance±4% Open Circuit Voltage tolerance: ±3%
15 Years Limited Product Warranty; 25 Years Limited Power Warranty

The first year degradation:2%, : ,power retention rate within 25 years:84.8%annual degradation 0.55%

Weight 
Superstrate
Substrate

Frame
J-Box
Cables
Connector Zhejiang Twinsel  Electronic Technology Co.,Ltd.  PV-SY02, IP68

High Transmission, Low Iron, Tempered ARC Glass
Tempered Glass

27.0~34.0kg 

Potted, IP68, 1500VDC, 3 Schottky by pass diodes
4.0mm² , Positive(+)350mm, Negative(-)230mm (Connector Included )

Anodized Aluminium Alloy, Silver Color

RSM110-8-540M

RSM110-8-540M

I-V characteristics at different irradiations
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THE POWER OF RISING VALUE

RISEN ENERGY CO., LTD.
Tashan Industry Zone, Meilin, Ninghai 315609,Ningbo│PRC
Tel: +86-574-59953239       
Fax: +86-574-59953599
E-mail: marketing@risenenergy.com  
Website: www.risenenergy.com           

MECHANICAL DATA
Solar cells
Cell configuration

Module dimensions 

Monocrystalline
144 cells (6×12+6×12)
2279/2278/2274/2266*1134*30/35/40mm Or 
2256/2250*1132*30/35/40mm

REM144-M-10BB-EN-H1-1-2024-AUVersion:

PACKAGING CONFIGURATION

908

620
31
20

40ft(HQ)

2320×1130×1260

Number of modules per container
Number of modules per pallet
Number of pallets per container
Packaging box dimensions (LxWxH) in mm
Box gross weight[kg]

ELECTRICAL DATA (STC)

★

545

21.1

49.70
13.84
42.11
12.96

Module Efficiency (%)

Rated Power in Watts-Pmax(Wp)
Open Circuit Voltage-Voc(V)
Short Circuit Current-Isc(A)
Maximum Power Voltage-Vmpp(V)
Maximum Power Current-Impp(A)

Model Type

ELECTRICAL DATA (NMOT)

NMOT: Irradiance at 800 W/m², Ambient Temperature 20°C, Wind Speed 1 m/s.

405.8
46.87
11.35

10.43
38.90

Model Type

Open Circuit Voltage-Voc (V)
Short Circuit Current-Isc (A)
Maximum Power Voltage-Vmpp (V)
Maximum Power Current-Impp (A)

Maximum Power-Pmax (Wp)

 2024 Risen Energy. All rights reserved. Contents included in this datasheet are subject to change without notice.
No special undertaking or warranty for the suitability of special purpose or being installed in extraordinary 
surroundings is granted unless as otherwise specifically committed by manufacturer in contract document.

c
CAUTION: READ SAFETY AND INSTALLATION INSTRUCTIONS BEFORE USING THE PRODUCT. 

Made in China/Malaysia

TEMPERATURE & MAXIMUM RATINGS

Temperature Coefficient of Voc
Temperature Coefficient of Isc
Temperature Coefficient of Pmax
Operational Temperature
Maximum System Voltage
Fire Class According to Ul790

Nominal Module Operating Temperature (NMOT)

-40°C~+85°C
1500VDC
CLASS C

44°C±2°C
-0.275%/°C 
0.045%/°C 
-0.34%/°C 

Max Series Fuse Rating
Limiting Reverse Current

25A
25A

Dimensions of PV Module

STC: lrradiance 1000 W/m', Cell Temperature 25°C, Air Mass AM 1.5 according to EN 60904-3
*�Module Efficiency(%): Round-off to the nearest number
Sorting and binning tolerances: 0-4.99W Measurement tolerance: ±3%
Short Circuit Current tolerance±4% Open Circuit Voltage tolerance: ±3%
15 Years Limited Product Warranty; 25 Years Limited Power Warranty

The first year degradation:2%, : ,power retention rate within 25 years:84.8%annual degradation 0.55%

Weight 
Superstrate
Substrate

Frame
J-Box
Cables
Connector Zhejiang Twinsel  Electronic Technology Co.,Ltd.  PV-SY02, IP68

High Transmission, Low Iron, Tempered ARC Glass
Tempered Glass

27.0~38.0kg 

Potted, IP68, 1500VDC, 3 Schottky by pass diodes
4.0mm² , Positive(+)350mm, Negative(-)230mm (Connector Included )

Anodized Aluminium Alloy, Silver Color

RSM144-9-545M

RSM144-9-545M

 50℃ 

-10℃ 

 25℃ 
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THE POWER OF RISING VALUE
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I-V characteristics at different temperatures

C
u
rr
e
n
t(
A
)

Voltage(V)

-40°C~+85°C

1500VDC

44°C±2°C 

-0.29%/°C 

0.05%/°C  

-0.37%/°C  

Nominal Module Operating Temperature (NMOT)

Temperature Coefficient of Voc

Temperature Coefficient of Isc

Temperature Coefficient of Pmax

Operational Temperature

Maximum System Voltage

TEMPERATURE & MAXIMUM RATINGS

2040×1130×1130 2040×1130×1130

670 670

594 270

27 27

22 10

40ft(HQ) 20ft

PACKAGING CONFIGURATION

Number of modules per container

Number of modules per pallet

Number of pallets per container

Packaging box dimensions (LxWxH) in mm

Box gross weight[kg]

REM144-M-9BB-EN-H2-1-2023-AU

Plus

Dimensions of PV Module Unit: mm

8-9x20

Negative(-) Positive(+)

Label
Position

395

RSM144-6-395M RSM144-6-400M

400

48.60

10.50

40.45

9.90

19.9

RSM144-6-410MRSM144-6-405M

410405

48.9048.7548.45

10.7010.6010.40

40.6540.5540.35

10.1010.009.80

20.420.219.7

ELECTRICAL DATA (STC)

Model Number

Rated Power in Watts-Pmax(Wp)

Open Circuit Voltage-Voc(V)

Short Circuit Current-Isc(A)

Maximum Power Voltage-Vmpp(V)

Maximum Power Current-Impp(A)

Module Efficiency (%)

RSM144-6-415M

415

49.00

10.80

40.70

10.20

20.7★

RSM144-6-420M

420

49.10

10.90

40.80

10.30

20.9

299.3295.6

44.7044.60

8.618.53

37.0537.00

8.088.00

306.9303.1

44.9944.90

8.778.69

37.2437.14

8.248.16

ELECTRICAL DATA (NMOT)

Model Number

Maximum Power-Pmax (Wp)

Open Circuit Voltage-Voc (V)

Short Circuit Current-Isc (A)

Maximum Power Voltage-Vmpp (V)

Maximum Power Current-Impp (A)

NMOT: Irradiance at 800 W/m², Ambient Temperature 20°C, Wind Speed 1 m/s.

309.2

45.63

8.80

37.30

8.29

RSM144-6-395M RSM144-6-400M RSM144-6-410MRSM144-6-405M RSM144-6-415M RSM144-6-420M

312.7

45.70

8.87

37.40

8.36

450
11

11

 25℃ 

0℃ 

Monocrystalline

144 cells (6×12+6×12)

2010/2020/2015*992/998/996*25/30/35/40 or 2108*1048*30/35/40mm

16.5~30kg 

MECHANICAL DATA

Solar cells

Cell configuration

Module dimensions 

Weight 

Superstrate

Substrate

Frame

J-Box

Cables

Connector 

High Transmission, Low Iron, Tempered ARC Glass

White Back-sheet 

Anodized Aluminium Alloy type 6063T5, Silver Color

Potted, IP68, 1500VDC, 3 Schottky bypass diodes

4.0mm² (12AWG), Positive(+)350mm, Negative(-)350mm (Connector Included )

CAUTION: READ SAFETY AND INSTALLATION INSTRUCTIONS BEFORE USING THE PRODUCT. 

  2023 Risen Energy. All rights reserved. Contents included in this datasheet are subject to change without notice.c

No special undertaking or warranty for the suitability of special purpose or being installed in extraordinary surroundings 
is granted unless as otherwise specifically committed by manufacturer in contract document.

STC: lrradiance 1000 W/m', Cell Temperature 25°C, Air Mass AM 1.5 according to EN 60904-3
*�Module Efficiency(%): Round-off to the nearest number
Sorting and binning tolerances: 0-4.99W Measurement tolerance: ±3%
Short Circuit Current tolerance±4% Open Circuit Voltage tolerance: ±3%
15 Years Limited Product Warranty; 25 Years Limited Power Warranty

Tashan Industry Zone Meilin, 

Ninghai 315609,Ningbo PRC

Tel: +86-574-59953239       

Fax: +86-574-59953599

E-mail: marketing@risenenergy.com  

Website: www.risenenergy.com   

RISEN ENERGY CO., LTD

Max Series Fuse Rating

Limiting Reverse Current

20A

20A

Fire Class According to Ul790 CLASS C 

The first year degradation:2%, : ,power retention rate within 25 years:84.8%annual degradation 0.55%

Zhejiang Twinsel Electronic Technology Co.,Ltd.  PV-SY02, IP68



THE POWER OF RISING VALUE

REM144-M-9BB-EN-H2-1-2023

Dimensions of PV Module

TEMPERATURE & MAXIMUM RATINGS

Temperature Coefficient of Voc

Temperature Coefficient of Isc

Temperature Coefficient of Pmax

Operational Temperature

Maximum System Voltage

Nominal Module Operating Temperature (NMOT)

-40°C~+85°C

1500VDC

44°C±2°C

-0.29%/°C 

0.05%/°C 

-0.37%/°C 

2140×1130×1180

808

682

31

22

Number of modules per container

Number of modules per pallet

Number of pallets per container

Packaging box dimensions (LxWxH) in mm

Box gross weight[kg]

PACKAGING CONFIGURATION
40ft(HQ) 20ft

2140×1130×1180

808

155

31

5

4-7x10

8-9x20
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I-V characteristics at different irradiations
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Model Number

Rated Power in Watts-Pmax(Wp)

Open Circuit Voltage-Voc(V)

Short Circuit Current-Isc(A)

Maximum Power Voltage-Vmpp(V)

Maximum Power Current-Impp(A)

Module Efficiency (%)

ELECTRICAL DATA (STC)

★

NMOT: Irradiance at 800 W/m², Ambient Temperature 20°C, Wind Speed 1 m/s.

ELECTRICAL DATA (NMOT)

Model Number

Maximum Power-Pmax (Wp)

Open Circuit Voltage-Voc (V)

Short Circuit Current-Isc (A)

Maximum Power Voltage-Vmpp (V)

Maximum Power Current-Impp (A)

MECHANICAL DATA

Solar cells

Cell configuration

Module dimensions 

Weight 

Superstrate

Substrate

Frame

J-Box

Cables

Connector 

Monocrystalline 166×83mm

144 cells (6×12+6×12)

2108*1048*30/35/40mm

23~28kg 

Anodized Aluminium Alloy type 6063-T5, Silver Color

Potted, IP68, 1500VDC, 3 Schottky bypass diodes

High Transmission, Low Iron, Tempered ARC Glass

White Back-sheet 

4.0mm² (12AWG), Positive(+)350mm, Negative(-)230mm (Connector Included )

CAUTION: READ SAFETY AND INSTALLATION INSTRUCTIONS BEFORE USING THE PRODUCT. 

  2023Risen Energy. All rights reserved. Contents included in this datasheet are subject to change without notice.c

No special undertaking or warranty for the suitability of special purpose or being installed in extraordinary surroundings 
is granted unless as otherwise specifically committed by manufacturer in contract document.

440

49.50

11.30

41.13

10.70

19.9

445 450

49.60 49.70

11.40 11.50

41.25 41.30

10.80 10.90

20.1 20.4

455

49.80

11.60

41.40

11.00

20.6

RSM144-7-440M RSM144-7-445M RSM144-7-450M RSM144-7-455M

460

49.90

11.70

41.50

11.10

20.8

RSM144-7-460M

329.6

46.18

9.27

37.80

8.72

333.9

46.39

9.35

37.90

8.81

338.2

46.43

9.43

38.00

8.90

342.5

46.61

9.51

38.10

8.99

RSM144-7-440M RSM144-7-445M RSM144-7-450M RSM144-7-455M

346.9

46.67

9.59

38.20

9.08

RSM144-7-460M

STC: lrradiance 1000 W/m', Cell Temperature 25°C, Air Mass AM 1.5 according to EN 60904-3
*�Module Efficiency(%): Round-off to the nearest number
Sorting and binning tolerances: 0-4.99W Measurement tolerance: ±3%
Short Circuit Current tolerance±4% Open Circuit Voltage tolerance: ±3%
15 Years Limited Product Warranty; 25 Years Limited Power Warranty

Tashan Industry Zone Meilin, 

Ninghai 315609,Ningbo PRC

Tel: +86-574-59953239       

Fax: +86-574-59953599

E-mail: marketing@risenenergy.com  

Website: www.risenenergy.com   

RISEN ENERGY CO., LTD

Max Series Fuse Rating

Limiting Reverse Current

20A

20A

Fire Class According to Ul790 CLASS C

The first year degradation:2%, : ,power retention rate within 25 years:84.8%annual degradation 0.55%

Zhejiang Twinsel Electronic Technology Co.,Ltd.  PV-SY02, IP68



THE POWER OF RISING VALUE

REM144-M-10BB-EN-H1-2-2022-AU

Dimensions of PV Module

TEMPERATURE & MAXIMUM RATINGS

Temperature Coefficient of Voc

Temperature Coefficient of Isc

Temperature Coefficient of Pmax

Operational Temperature

Maximum System Voltage

Nominal Module Operating Temperature (NMOT)

-40°C~+85°C

1500VDC

44°C±2°C

-0.275%/°C 

0.045%/°C 

-0.35%/°C 

2325×1150×1250

910

620

31

20

Number of modules per container

Number of modules per pallet

Number of pallets per container

Packaging box dimensions (LxWxH) in mm

Box gross weight[kg]

PACKAGING CONFIGURATION
40ft(HQ)

Model Number

Rated Power in Watts-Pmax(Wp)

Open Circuit Voltage-Voc(V)

Short Circuit Current-Isc(A)

Maximum Power Voltage-Vmpp(V)

Maximum Power Current-Impp(A)

Module Efficiency (%)

ELECTRICAL DATA (STC)
RSM144-9-560M

★

560

42.38

13.22

50.01

14.14

21.7

NMOT: Irradiance at 800 W/m², Ambient Temperature 20°C, Wind Speed 1 m/s.

ELECTRICAL DATA (NMOT)

Model Number

Maximum Power-Pmax (Wp)

Open Circuit Voltage-Voc (V)

Short Circuit Current-Isc (A)

Maximum Power Voltage-Vmpp (V)

Maximum Power Current-Impp (A)

417.1

39.20

10.64

11.59

47.17

RSM144-9-560M

RSM144-9-545M
I-V characteristics at different irradiations
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MECHANICAL DATA

Solar cells

Cell configuration

Module dimensions 

Weight 

Superstrate

Substrate

Frame

J-Box

Monocrystalline 

144 cells (6×12+6×12)

2279/2278/2274/2266*1134*35/40mm,2256/2250*1132*35/40mm

27~38kg 

Anodized Aluminium Alloy, Silver Color

Potted, IP68, 1500VDC, 3 Schottky bypass diodes

3.2/4.0 mm,High Transmission, Low Iron, Tempered ARC Glass

White Back-sheet 

CAUTION: READ SAFETY AND INSTALLATION INSTRUCTIONS BEFORE USING THE PRODUCT. 

  2022 Risen Energy. All rights reserved. Contents included in this datasheet are subject to change without notice.c

No special undertaking or warranty for the suitability of special purpose or being installed in extraordinary surroundings 
is granted unless as otherwise specifically committed by manufacturer in contract document.

RSM144-9-550M

550

42.20

13.04

49.80

13.94

21.3

409.4

39.00

10.50

11.43

46.96

RSM144-9-550M

RSM144-9-555M

555

42.29

13.13

49.91

14.04

21.5

413.3

39.10

10.57

11.51

47.07

RSM144-9-555M

Cables

Connector Risen Twinsel PV-SY02 or MC4 EVO2, IP68

4.0mm² (12AWG), 
Positive(+)350mm, Negative(-)230mm (Connector Included ) or customized length

STC: lrradiance 1000 W/m', Cell Temperature 25°C, Air Mass AM 1.5 according to EN 60904-3
*�Module Efficiency(%): Round-off to the nearest number
Sorting and binning tolerances: 0-4.99W Measurement tolerance: ±3%
Short Circuit Current tolerance±4% Open Circuit Voltage tolerance: ±3%
15 Years Limited Product Warranty; 25 Years Limited Power Warranty

Max Series Fuse Rating

Limiting Reverse Current

25A

25A

Fire Class According to Ul790 CLASS C

Tashan Industry Zone Meilin, 

Ninghai 315609,Ningbo PRC

Tel: +86-574-59953239       

Fax: +86-574-59953599

E-mail: marketing@risenenergy.com

Website: www.risenenergy.com

RISEN ENERGY CO., LTD

Made in China/Malaysia
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I-V characteristics at different temperatures
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-40°C~+85°C

1500VDC

44°C±2°C 

-0.29%/°C 

0.05%/°C  

-0.37%/°C  

Nominal Module Operating Temperature (NMOT)

Temperature Coefficient of Voc

Temperature Coefficient of Isc

Temperature Coefficient of Pmax

Operational Temperature

Maximum System Voltage

TEMPERATURE & MAXIMUM RATINGS

2040×1130×1130 2040×1130×1130

670 670

594 270

27 27

22 10

40ft(HQ) 20ft

PACKAGING CONFIGURATION

Number of modules per container

Number of modules per pallet

Number of pallets per container

Packaging box dimensions (LxWxH) in mm

Box gross weight[kg]

REM144-M-9BB-EN-H1-1-2023-AU

Plus

Dimensions of PV Module Unit: mm

8-9x20

Negative(-) Positive(+)

Label
Position

395

RSM144-6-395M RSM144-6-400M

400

48.60

10.50

40.45

9.90

19.9

RSM144-6-410MRSM144-6-405M

410405

48.9048.7548.45

10.7010.6010.40

40.6540.5540.35

10.1010.009.80

20.420.219.7

ELECTRICAL DATA (STC)

Model Number

Rated Power in Watts-Pmax(Wp)

Open Circuit Voltage-Voc(V)

Short Circuit Current-Isc(A)

Maximum Power Voltage-Vmpp(V)

Maximum Power Current-Impp(A)

Module Efficiency (%)

RSM144-6-415M

415

49.00

10.80

40.70

10.20

20.7★

RSM144-6-420M

420

49.10

10.90

40.80

10.30

20.9

299.3295.6

44.7044.60

8.618.53

37.0537.00

8.088.00

306.9303.1

44.9944.90

8.778.69

37.2437.14

8.248.16

ELECTRICAL DATA (NMOT)

Model Number

Maximum Power-Pmax (Wp)

Open Circuit Voltage-Voc (V)

Short Circuit Current-Isc (A)

Maximum Power Voltage-Vmpp (V)

Maximum Power Current-Impp (A)

NMOT: Irradiance at 800 W/m², Ambient Temperature 20°C, Wind Speed 1 m/s.

309.2

45.63

8.80

37.30

8.29

RSM144-6-395M RSM144-6-400M RSM144-6-410MRSM144-6-405M RSM144-6-415M RSM144-6-420M

312.7

45.70

8.87

37.40

8.36

450
11

11

 25℃ 

0℃ 

Monocrystalline

144 cells (6×12+6×12)

2010/2020/2015*992/998/996*25/30/35/40 or 2108*1048*30/35/40mm

16.5~30kg 

MECHANICAL DATA

Solar cells

Cell configuration

Module dimensions 

Weight 

Superstrate

Substrate

Frame

J-Box

Cables

Connector 

High Transmission, Low Iron, Tempered ARC Glass

White Back-sheet 

Risen Twinsel PV-SY02, IP68

Anodized Aluminium Alloy type 6063T5, Silver Color

Potted, IP68, 1500VDC, 3 Schottky bypass diodes

4.0mm² (12AWG), Positive(+)350mm, Negative(-)350mm (Connector Included )

CAUTION: READ SAFETY AND INSTALLATION INSTRUCTIONS BEFORE USING THE PRODUCT. 

  2021 Risen Energy. All rights reserved. Contents included in this datasheet are subject to change without notice.c

No special undertaking or warranty for the suitability of special purpose or being installed in extraordinary surroundings 
is granted unless as otherwise specifically committed by manufacturer in contract document.

STC: lrradiance 1000 W/m', Cell Temperature 25°C, Air Mass AM 1.5 according to EN 60904-3
*�Module Efficiency(%): Round-off to the nearest number
Sorting and binning tolerances: 0-4.99W Measurement tolerance: ±3%
Short Circuit Current tolerance±4% Open Circuit Voltage tolerance: ±3%
12 Years Limited Product Warranty; 25 Years Limited Power Warranty

Tashan Industry Zone Meilin, 

Ninghai 315609,Ningbo PRC

Tel: +86-574-59953239       

Fax: +86-574-59953599

E-mail: marketing@risenenergy.com  

Website: www.risenenergy.com   

RISEN ENERGY CO., LTD

Max Series Fuse Rating

Limiting Reverse Current

20A

20A

Fire Class According to Ul790 CLASS C 

Made in China/Malaysia



Max Series Fuse Rating

Limiting Reverse Current

20A

20A

Fire Class According to Ul790 CLASS C 

Made in China/Malaysia



Dimensions of PV Module 听< mm 
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ELECTRICAL DATA (STC) 

Model Number RSM130-8-440M 

Rated Power in Watts-Pmax(Wp) 440 
Open Ci「cuit Voltage-Voc(V) 44.85 
Short Ci「cuitCurrent-lsc(A) 12.50 
Maximum Power Voltage-Vmpp(V) 37.34 
Maximum Power Current-lmpp(A) 11. 79 
Module Efficiency(%) * 21.2 
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STC: lrradiance 1000 W/m', Cell Temperature 25°C, Air Mass AM 1.5 according to EN 60904-3 
* Module Efficiency(%): Round-off to the nearest number 
Sorting and binning tolerances: 0~4.99W Measurement tolerance: 士3%
Short Circuit Current tolerance士4% Open Circuit Voltage tolerance: 土3%
15 Years Limited Product Warranty; 25 Years Limited Power Warranty 
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ELECTRICAL DATA (NMOT) 

Model Number RSM130-8-440M 
Maximum Power-Pmax (Wp) 333.4 
Open Ci「cuit Voltage-Voe (V) 41. 71 
Short Ci「cuitCu「rent-lsc (A) 10.25 
Maximum Power Voltage-Vmpp (V) 34.65 
Maximum PowerCurrent-lmpp (A) 9.62 

NMOT: lrradiance at 800 W/m', Ambient Temperature 20°c, Wind Speed 1 mis 
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RSM130-8-440M 
1-V characteristics at different irradiations 
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MECHANICAL DATA 

Solar cells Monocrystalline 
Cell configuration 130 cells (5x13+5x13) 
Module dimensions 1894x 1096x35/40mm 
Weight 22-28kg 
Superstrate High Transmission, Low Iron, Tempered ARC Glass 

Substrate White Back-sheet 
Anodized Aluminium Alloy type 6005-2T6, Silver Color 
Potted, IP68, 1500VDC, 3 Schottky bypass diodes 
4 .0mm'(12AWG), Positive(+)350mm, Negative(-)350 mm (Connecto「Included )
Risen Twinsel PV-SY02, IP68

Frame 
J-Box 
Cables 
Connector 

1-V characteristics at different temperatures 
(AM1.5, 1000Wim') 
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risen 
RISEN ENERGY CO., LTD 
Tashan Industry Zone, Me山n,
Ninghai 315609,Ningbo I PRC 
Tel: +86-574-59953239 
Fax: +86-574-59953599 
E-mail: markeling@risenenergy.com 
Website: www.risenenergy.com 
REM 130-M-9B B-EN-H 1-1-2022-CEC 

TEMPERATURE & MAXIMUM RATINGS 

Nominal Module Operating Temperature (NMOT) 
Tempe「ature Coefficient of Voe 
Temperature Coefficient of lsc 
Tempe「ature Coefficient of Pmax 
Operational Temperature 
Maximum System Voltage 

Module Fire Performance 

Max Series Fuse Rating 
Limiting Reverse Current 

PACKAGING CONFIGURATION 

Number of modules per container 
Number of modules pe「 pallet
Number of pallets per container 
Packaging box dimensions (LxWxH) in mm 
Box gross weight[kg] 

44•c士2·c
-o.25%t0c 
o.o4%t0c 
-0.34%t0c 
-40°c-+a5•c 
1500VDC 
CLASS C (IEC) 

20A 
20A 

40ft(HQ) 
864 
36 
24 

191QX112QX1236 

860 

20ft 

180 
36 
5 

191Qx112Qx1236 

860 

CAUTION: READ SAFETY AND INSTALLATION INSTRUCTIONS BEFORE USING THE PRODUCT. 
©2022 Risen Energy All rights reserved Contents included 1n this data sheet are subject to change without notice 
No special undertaking or warranty for the su1tab1l1ty of special purpose or being Installed In extraordinary sur『ound1ngs
Is granted unless as otherwise speclflcally committed by manufacturer In contract document. 

THE POWER OF RISING VALUE 
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Dimensions of PV Module 心mm
ELECTRICAL DATA (STC) 

Model Number RSM132-8-635M RSM132-8-640M RSM132-8-645M RSM132-8-650M RSM132-8-655M 

Rated Power in Watts-Pmax(Wp) 635 640 645 650 655 
oca;aag,

IA O
h

h忐
ole, 心，心 Open Circuit Voltage-Voc(V) 44.75 44.95 45.15 45.35 45.55 

Short Ci「cuit Current-lsc(A) 18.08 18.13 18.18 18.23 18.28 

Maximum Power Voltage-Vmpp(V) 37.22 37 40 37 58 37.76 37 94 

芦； Maximum Power Cur「ent-lmpp(A) 17 07 17 12 17 17 17 22 17 27 

Module Efficiency(%) * 20 4 20 6 20.8 20 9 21 1 

.. ,,,, """"'叩沁l令'
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ST C: lrradiance 1000 W/m', Cell Temperature 25°C, Air MassAM1 .5 according to EN 60904-3 
* Module Efficiency(%): Round-off to the nearest number 
Sorting and binning tolerances: 0-4.99W Measurement tolerance: 士3%
Short Circuit Current tolerance士4% Open Circuit Voltage tolerance: 士3%
15 Years Limited Product Warranty; 25 Years Limited Power Warranty 

r 111 ELECTRICAL DATA(NMOT) 

/ 
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二

Model Number RSM132-8-635M RSM132-8-640M RSM132-8-645M RSM132-8-650M RSM132-8-655M 

Maximum Power-Pmax (Wp) 481.1 484.9 488.6 492.4 496.2 

Open Ci「cuit Voltage-Voe (V) 41 62 41 81 41.99 42 18 42 36 

Short Circuit Current-lsc (A) 14.83 14.87 14.91 14.95 14.99 

Maximum Power Voltage-Vmpp (V) 34 54 34.71 34 87 35.04 35.21 

Maximum Power Current-Im pp (A) 13.93 13 97 14 01 14 05 14 09 

NMOT: lrradiance at 800 W/m', Ambient Temperature 20°C, Wind Speed 1 mis 

MECHANICAL DATA 

RSM132-8-650M 
1-V characteristics at different i『radiations
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Voltage(V) 

Solar cells 

Cell configuration 

Module dimensions 

Weight 

Superstrate 

Substrate 

Frame 

J-Box 

Cables 

Connector 

Monocrystalline 

132 cells (6x11+6x11) 

2384x 1303x35/40mm 

32-34kg (approx) 

印gh Transmission, Low Iron, Tempered ARC Glass 

White Back-sheet 

Anodized Aluminium Alloy type 6005-2T6, Silver Color/ High strenglh alloy steel 

Potted, IP68, 1500VDC, 3 Schottky bypass diodes 

4.0mm'(12AWG), Positive(+)350mm, Negative(-)350mm (Connector Included ) 

Risen Twinsel PV-SY02, IP68 

TEMPERATURE & MAXIMUM RATINGS
1-V characteristics at different temperatures 

叶 (AM1.5, 1000W/m� 
20 
16 

16 

云14

飞
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10 20 扣 40 50 
Voltage(V) 

-10'C 

Nominal Module Operating Temperature (NMOT) 

Temperatu「e Coefficient of Voe 

Temperature Coefficient of lsc 

Temperature Coefficient of Pmax 

Operational Temperature 

Maximum System Voltage 

Module Fire Performance 

Max Series Fuse Rating 

Limiting Reve「se Current 

44°c士2·c

-0.25%/°C 

0.04%/°C 

-0.34%/"C

-40°C-+85°C 

1500VDC

CLASS C (IEC)

30A 

30A 

risen 
PACKAGING CONFIGURATION 

RISEN ENERGY CO., LTD 
Tashan Industry Zone, Me山n,
Ninghai 315609,Ningbo I PRC 
Tel: +86-574-59953239 
Fax: +86-574-59953599 
E-mail: marketing@risenenergy.com
Website: www.risenenergy.com 
REM132-M-1288-EN-H 1-1-2022-CEC 

Number of modules per container 

Number of modules per pallet 

Number of pallets per container 

Box gross weight[kg] 

40ft(HQ) 

558 

31 

18 

1105 

CAUTION: READ SAFETY AND INSTALLATION INSTRUCTIONS BEFORE USING THE PRODUCT 
�2022 Risen Energy. All rights reserved. Contents included in this data sheet are subject to change without notice 
No special undertaking or warranty forthe suitablllty of speclal purpose or being Installed In extraordinary surroundings 
is granted unless as otherwise specifically committed by manufacturer in contract document 

THE POWER OF RISING VALUE 
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Dimensions of PV Module 心..
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ELECTRICAL DATA (STC) 

Model Numbe「 RSM132-8-660M RSM132-8-665M RSM 132-8-670M 

Rated Power in Watts-Pmax(Wp) 660 665 670 

Open Circuit Voltage-Voc(V) 45.75 45.95 46.15 

Short Ci 「cuit Current-lsc(A) 18.33 18.38 18.43 

Maximum Powe「 Voltage-Vmpp(V) 38.12 38 30 38 48 

Maximum Power Cur「ent-lmpp(A) 17 32 17 37 17.42 

Module Efficiency (%) * 21 2 21 4 21 6 

G=心'"h左 尸
j( 
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寸一

一
Lg

． 干

STC: lrradiance 1000 W/m', Cell Temperature 25°C, Air MassAM1 .5 according to EN 60904-3 
* Module Efficiency(%): Round-off to the nearest number 
Sorting and binning tolerances: 0-4.99W Measurement tolerance: 士3%
Short Circuit Current to lerance 士4% Open Circuit Voltage tolerance: 士3%
15 Years L而ited Product Warranty; 25 Years Limited Power Warranty 

f In ELECTRICAL DATA (NMOT) 

『"·' 

丹厂
丿二

Model Numbe「 RSM132-8-660M RSM132-8-665M RSM 132-8-670M 

Maximum Power-Pmax (Wp) 500 0 503 8 507 6 

Open Circuit Voltage-Voe (V) 42 55 42 73 42.92 

Short Circuit Current-lsc (A) 15.03 15 07 15 11 

Maximum Power Voltage-Vmpp (V) 35.38 35.54 35.71 

Maximum Power Current-Im pp (A) 14.13 14 17 14 21 

NMOT: lrradiance at 800 Wlm', Ambient Temperature 20°G, Wind Speed 1 mis 

MECHANICAL DATA 

RSM132-8-660M 
1-V characteristics at different irradiations 
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Voltage(V) 

Solar cells 

Cell configuration 

Module dimensions 

Weight 

Superstrate 

Substrate 

Frame 

小Box

Cables 

Connector 

Monocrystalline 

132 cells (6 x 11 +6 x 1 1) 

2384x 1303x35/40mm 

32-34kg (approx) 

凡gh Transmission, Low Iron, Tempered ARC Glass 

White Back-sheet 

Anodized Aluminium Alloy type 6005-2T6, Silver Color/ High strength alloy steel 

Potted, IP68, 1500VDC, 3 Schottky bypass diodes 

4.0mm' (12AWG), Positive(+)350mm, Negative(-)350mm (Connecto「 Included)

Risen Twinsel PV-SY02, IP68 

TEMPERATURE & MAXIMUM RATINGS 
1-V characteristics at different temperatures 
叶 (AM1 .5, 1000W/m~ 
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Voltage{V) 

-10'C 

Nominal Module Operating Temperature (NMOT) 

Temperature Coefficient of Voe 

Temperature Coefficient of lsc 

Temperature Coefficient of Pmax 

Operational Temperature 

Maximum System Voltage 

Module Fire Performance 

Max Series Fuse Rating 

L而iting Reverse Current 

• risen 
RISEN ENERGY CO., LTD 
Tashan Industry Zone, Meilin, 
Ninghai 315609,Ningbo I PRC 
Tel: +86-574-59953239 
Fax: +86-574-59953599 
E-mail: marketing@risenenergy.com 
Website: www.risenenergy.com 
REM132-M-128B-EN-H 1-1-2022-CEC 

PACKAGING CONFIGURATION 

Number of modules per containe「

Number of modules per pallet 

Number of pallets per container 

Box gross weight[kg] 

44°c士2 ·c

-o.2s%1°c 

0.04%/°C 

-0.34%/0c 

-40°c-+as0c 

1500VDC 

CLASS C (IEC) 

30A 

30A 

40ft(HQ) 

558 

31 

18 

1105 

CAUTION: READ SAFETY AND INSTALLATION INSTRUCTIONS BEFORE USING THE PRODUCT. 
©2022 Risen Energy All rights reserved Contents mcluded ,n th,s datasheet are subject to change w,thout not心
No spec,al undertak,ng o「 warranty for the su,tabihty of special purpose or be,ng installed in extraord,nary surround,ngs 
Is granted unless as otherwise speclfically committed by manufacturer in contract document 

THE POWER OF RISING VALUE 
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Dimensions of PV Module 听< mm 
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ELECTRICAL DATA (STC) 

Model Number RSM40-8-395MB 

Rated Power in Watts-Pmax(Wp) 395 

Open Ci「cuit Voltage-Voc(V) 41.00 

Short Ci「cuitCurrent-lsc(A) 12.27 

Maximum Power Voltage-Vmpp(V)  34.14 

Maximum PowerCurrent-lmpp(A) 11.58 
Module Efficiency(%) * 20.5 

RSM40-8-400MB 

400 

41.30 

12.34 

34.39 

11.64 

20.8 
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STC: lrradiance 1000 W/m', Cell Temperature 25°C, Air Mass AM 1.5 according to EN 60904-3 
* Module Efficiency(%): Round-off to the nearest number 
Sorting and binning tolerances: 0-4.99W Measurement tolerance: 土3%
Short Circuit Current tolerance土4% Open Circuit Voltage tolerance: 土3% Output power tolerance: 土3%
15 Years Limited Product Warranty; 25 Years Limited Power Warranty 

ELECTRICAL DATA {NMOT) 

Model Number RSM40-8-395MB 

Maximum Power-Pmax (Wp) 299.4 

Open Circuit Voltage-Voe (V) 38. 13 

Short Circuit Cu「rent-lsc (A) 10.07 

Maximum Power Voltage-Vmpp (V) 31.68

Maximum Power Cu「rent-lmpp (A) 9.45 

RSM40-8-400MB 

303.1 

38.41 

10.12 

31.91 

9.50 

NMOT: lrradiance at 800 W/m', Ambient Temperature 20°C, Wind Speed 1 mis 
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RSM40-8-400MB 
1-V characteristics at different irradiations 
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MECHANICAL DATA 

Solar cells Monocrystalline 

Cell configuration 120 cells (5x 12+5x 12) 

Module dimensions 1754x1096/1108x30/35mm 

Weight 21-24kg approx 

Superstrate High Transmission, Low Iron, Tempered ARC Glass 

Substrate Back-sheet (Front side: Black, Back side: White) 

Anodized Aluminium Alloy type 6063T 5, Black 

Potted, IP68, 1500VDC, 3 Schottky bypass diodes 

4.0mm'(12AWG), Positive(+)350mm, Negative(-)350mm (Connector Included ) 

Risen Twinsel PV-SY02, IP68 

Frame 

J-Box 

Cables 

Connector 

1-V characteristics at different temperatures 
(AM1.5, 1000Wim') 
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risen 

RISEN ENERGY CO., LTD 
Tashan Industry Zone, Me山n,
Ninghai 315609,Ningbo I PRC 
Tel: +86-574-59953239 
Fax: +86-574-59953599 
E-mail: marketing@risenenergy.com
Website: www.risenenergy.com 
REM40-MB-9BB-EN-H 1-2-2021 

TEMPERATURE & MAXIMUM RATINGS 

Nominal Module Operating Temperature (NMOT) 

Temperature Coefficient of Voe 

Temperature Coefficient of lsc 

Temperature Coefficient of Pmax 

Operational Temperature 

Maximum System Voltage 

Module Fire Performance 

Max Series Fuse Rating 

Limiting Reverse Current 

PACKAGING CONFIGURATION 

Number of modules per container 

Number of modules per pallet 

Number of pallets per container 

Box gross weight[kg] 

44° c士2° c

-0.25%/0 c 

0.04%/°C 

-0.34%/0 c 

-40° c-+B5°C 

1500VDC

CLASS C (IEC) 

20A 

20A 

40ft(HQ) 

936 

36 

26 

820 

20ft 

180 

36 

5 

820 

CAUTION: READ SAFETY AND INSTALLATION INSTRUCTIONS BEFORE USING THE PRODUCT. 
©2021 Risen Energy. All rights reserved. Specifications included in this datasheet are subject to change without notice 

THE POWER OF RISING VALUE 

RSM40-8-390MB 
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Dimensions of PV Module 听< mm 
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ELECTRICAL DATA (STC) 

Model Number 

Rated Power in Watts-Pmax(Wp) 

Open Ci「cuit Voltage-Voc(V)

Short Ci「cuitCurrent-lsc(A) 

Maximum Power Voltage-Vmpp(V) 
Maximum PowerCurrent-lmpp(A) 

Module Efficiency(%) *

RSM40-8-405MB 

405 

41.60 
12.40 

34.64 

11.70 

21.1 

RSM40-8-410MB 

410 

41.90 
12.47 

34.89 

11.76 

21.3 

RSM40-8-415MB 

415 

42.20 

12.53 

35.14 

11.82 

21.6 
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STC: lrradiance 1000 W/m', Cell Temperature 25°C, Air Mass AM 1.5 according to EN 60904-3 
* Module Efficiency(%): Round-off to the nearest number 
Sorting and binning tolerances: 0-4.99W Measurement tolerance: 土3%
Short Circuit Current tolerance土4% Open Circuit Voltage tolerance: 土3% Output power tolerance: 土3%
15 Years Limited Product Warranty; 25 Years Limited Power Warranty 

ELECTRICAL DATA {NMOT) 

Model Number 

Maximum Power-Pmax (Wp) 

Open Circuit Voltage-Voe (V) 

Short Circuit Cu「rent-lsc (A) 

Maximum Power Voltage-Vmpp (V) 

Maximum Power Cu「rent-lmpp (A) 

RSM40-8-405MB 

306.9 

38.69 

10.17 

32.15 

9.55 

RSM40-8-410MB 

310.7 

38.97 

10.22 

32.38 

9.60 

RSM40-8-415MB 
314.5 

39.25 

10.27 

32.61 

9.65 

NMOT: lrradiance at 800 W/m', Ambient Temperature 20°C, Wind Speed 1 mis 
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RSM40-8-400MB 
1-V characteristics at different irradiations 
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MECHANICAL DATA 

Solar cells Monocrystalline 

Cell configuration 120 cells (5x 12+5x 12) 

Module dimensions 1754x1096/1108x30/35mm 

Weight 21-24kg approx 

Superstrate High Transmission, Low Iron, Tempered ARC Glass 

Substrate Back-sheet (Front side: Black, Back side: White) 

Anodized Aluminium Alloy type 6063T 5, Black 

Potted, IP68, 1500VDC, 3 Schottky bypass diodes 

4.0mm'(12AWG), Positive(+)350mm, Negative(-)350mm (Connector Included ) 

Risen Twinsel PV-SY02, IP68 

Frame 

J-Box 

Cables 

Connector 

1-V characteristics at different temperatures 
(AM1.5, 1000Wim') 
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RISEN ENERGY CO., LTD 
Tashan Industry Zone, Me山n,
Ninghai 315609,Ningbo I PRC 
Tel: +86-574-59953239 
Fax: +86-574-59953599 
E-mail: marketing@risenenergy.com
Website: www.risenenergy.com 
REM40-MB-9BB-EN-H 1-2-2021 

TEMPERATURE & MAXIMUM RATINGS 

Nominal Module Operating Temperature (NMOT) 

Temperature Coefficient of Voe 

Temperature Coefficient of lsc 

Temperature Coefficient of Pmax 

Operational Temperature 

Maximum System Voltage 

Module Fire Performance 

Max Series Fuse Rating 

Limiting Reverse Current 

PACKAGING CONFIGURATION 

Number of modules per container 

Number of modules per pallet 

Number of pallets per container 

Box gross weight[kg] 

44° c士2° c

-0.25%/0 c 

0.04%/°C 

-0.34%/0 c 

-40° c-+B5°C 

1500VDC

CLASS C (IEC) 

20A 

20A 

40ft(HQ) 

936 

36 

26 

820 

20ft 

180 

36 

5 

820 

CAUTION: READ SAFETY AND INSTALLATION INSTRUCTIONS BEFORE USING THE PRODUCT. 
©2021 Risen Energy. All rights reserved. Specifications included in this datasheet are subject to change without notice 

THE POWER OF RISING VALUE 
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Dimensions of PV Module 听< mm 
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ELECTRICAL DATA (STC) 

Model Number RSM40-8-390M 

Rated Power in Watts-Pmax(Wp) 390 

Open Ci「cuit Voltage-Voc(V) 40.69 

Short Ci「cuitCurrent-lsc(A) 12.21 

Maximum Power Voltage-Vmpp(V)  33.88
Maximum PowerCurrent-lmpp(A) 11.52 

Module Efficiency(%) * 20.3 

RSM40-8-395M 

400 

41.30 
12.34 

34.39 

11.64 

20.8 
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STC: lrradiance 1000 W/m', Cell Temperature 25°C, Air Mass AM 1.5 according to EN 60904-3 
* Module Efficiency(%): Round-off to the nearest number 
Sorting and binning tolerances: 0-4.99W Measurement tolerance: 土3%
Short Circuit Current tolerance土4% Open Circuit Voltage tolerance: 土3% Output power tolerance: 土3%
15 Years Limited Product Warranty; 25 Years Limited Power Warranty 

ELECTRICAL DATA {NMOT) 

Model Number 

Maximum Power-Pmax (Wp) 

Open Circuit Voltage-Voe (V) 

Short Circuit Cu「rent-lsc (A) 

Maximum Power Voltage-Vmpp (V) 

Maximum Power Cu「rent-lmpp (A) 

RSM40-8-400M 

303.1 

38.41

 10.12 

31.91 

9.50 

NMOT: lrradiance at 800 W/m', Ambient Temperature 20°C, Wind Speed 1 mis 
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RSM40-8-400M 
1-V characteristics at different irradiations 
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35 

MECHANICAL DATA 

Solar cells Monocrystalline 

Cell configuration 120 cells (5x 12+5x 12) 

Module dimensions 1754x1096/1108x30/35mm 

Weight 21-24kg approx 

Superstrate High T ransm1ss1on, Low Iron, Tempered ARC Glass 

Substrate 

Frame 

J-Box 

Cables 

Connector 

White Back-sheet 
Anodized Aluminium Alloy type 6005-2T6 

Potted, IP68, 1500VDC, 3 Schottky bypass diodes 

4.0mm'(12AWG), Positive(+)350mm, Negative(-)350mm (Connector Included ) 

Risen Twinsel PV-SY02, IP68 

1-V characteristics at different temperatures 
(AM1.5, 1000Wim') 
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risen 

RISEN ENERGY CO., LTD 
Tashan Industry Zone, Me山n,
Ninghai 315609,Ningbo I PRC 
Tel: +86-574-59953239 
Fax: +86-574-59953599 
E-mail: marketing@risenenergy.com 
Website: www.risenenergy.com 
REM40-M-9BB-EN-H 1-2-2021 

TEMPERATURE & MAXIMUM RATINGS 

Nominal Module Operating Temperature (NMOT) 

Temperature Coefficient of Voe 

Temperature Coefficient of lsc 

Temperature Coefficient of Pmax 

Operational Temperature 

Maximum System Voltage 

Module Fire Performance 

Max Series Fuse Rating 

Limiting Reverse Current 

PACKAGING CONFIGURATION 

Number of modules per container 

Number of modules per pallet 

Number of pallets per container 

Box gross weight[kg] 

44° c士2° c

-0.25%/0 c 

0.04%/°C 

-0.34%/0 c 

-40° c-+B5°C 

1500VDC

CLASS C (IEC) 

20A 

20A 

40ft(HQ) 

936 

36 

26 

820 

20ft 

180 

36 

5 

820 

CAUTION: READ SAFETY AND INSTALLATION INSTRUCTIONS BEFORE USING THE PRODUCT. 
©2021 Risen Energy. All rights reserved. Specifications included in this datasheet are subject to change without notice 

THE POWER OF RISING VALUE 

RSM40-8-400M 

395

41.00 
12.27 

34.14
11.58 

20.5 

RSM40-8-395M 

299.4

 38.13

 10.07

 31.68 

9.45 

RSM40-8-390M 

295.6

 37.84

 10.01 

31.44

9.40
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Dimensions of PV Module 听< mm 
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ELECTRICAL DATA (STC) 

Model Number 

Rated Power in Watts-Pmax(Wp) 

Open Ci「cuit Voltage-Voc(V)

Short Ci「cuitCurrent-lsc(A) 

Maximum Power Voltage-Vmpp(V) 
Maximum PowerCurrent-lmpp(A) 

Module Efficiency(%) *

RSM40-8-405M 

405 

41.60 
12.40 

34.64 

11.70 

21.1 

RSM40-8-41 OM 

410 

41.90 
12.47 

34.89 

11.76 

21.3 

RSM40-8-415M 

415 

42.20 

12.53 

35.14 

11.82 

21.6 
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STC: lrradiance 1000 W/m', Cell Temperature 25°C, Air Mass AM 1.5 according to EN 60904-3 
* Module Efficiency(%): Round-off to the nearest number 
Sorting and binning tolerances: 0-4.99W Measurement tolerance: 土3%
Short Circuit Current tolerance土4% Open Circuit Voltage tolerance: 土3% Output power tolerance: 土3%
15 Years Limited Product Warranty; 25 Years Limited Power Warranty 

ELECTRICAL DATA {NMOT) 

Model Number 

Maximum Power-Pmax (Wp) 

Open Circuit Voltage-Voe (V) 

Short Circuit Cu「rent-lsc (A) 

Maximum Power Voltage-Vmpp (V) 

Maximum Power Cu「rent-lmpp (A) 

RSM40-8-405M 

306.9 

38.69 

10.17 

32.15 

9.55 

RSM40-8-41 OM 

310.7 

38.97 

10.22 

32.38 

9.60 

RSM40-8-415M 

314.5 

39.25 

10.27 
32.61 

9.65 

NMOT: lrradiance at 800 W/m', Ambient Temperature 20°C, Wind Speed 1 mis 
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RSM40-8-400M 
1-V characteristics at different irradiations 
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MECHANICAL DATA 

Solar cells Monocrystalline 

Cell configuration 120 cells (5x 12+5x 12) 

Module dimensions 1754x1096/1108x30/35mm 

Weight 21-24kg approx 

Superstrate High T ransm1ss1on, Low Iron, Tempered ARC Glass 

Substrate 

Frame 

J-Box 

Cables 

Connector 

White Back-sheet 
Anodized Aluminium Alloy type 6005-2T6 

Potted, IP68, 1500VDC, 3 Schottky bypass diodes 

4.0mm'(12AWG), Positive(+)350mm, Negative(-)350mm (Connector Included ) 

Risen Twinsel PV-SY02, IP68 

1-V characteristics at different temperatures 
(AM1.5, 1000Wim') 
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risen 

RISEN ENERGY CO., LTD 
Tashan Industry Zone, Me山n,
Ninghai 315609,Ningbo I PRC 
Tel: +86-574-59953239 
Fax: +86-574-59953599 
E-mail: marketing@risenenergy.com 
Website: www.risenenergy.com 
REM40-M-9BB-EN-H 1-2-2021 

TEMPERATURE & MAXIMUM RATINGS 

Nominal Module Operating Temperature (NMOT) 

Temperature Coefficient of Voe 

Temperature Coefficient of lsc 

Temperature Coefficient of Pmax 

Operational Temperature 

Maximum System Voltage 

Module Fire Performance 

Max Series Fuse Rating 

Limiting Reverse Current 

PACKAGING CONFIGURATION 

Number of modules per container 

Number of modules per pallet 

Number of pallets per container 

Box gross weight[kg] 

44° c士2° c

-0.25%/0 c 

0.04%/°C 

-0.34%/0 c 

-40° c-+B5°C 

1500VDC

CLASS C (IEC) 

20A 

20A 

40ft(HQ) 

936 

36 

26 

820 

20ft 

180 

36 

5 

820 

CAUTION: READ SAFETY AND INSTALLATION INSTRUCTIONS BEFORE USING THE PRODUCT. 
©2021 Risen Energy. All rights reserved. Specifications included in this datasheet are subject to change without notice 

THE POWER OF RISING VALUE 
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ELECTRICAL DATA (STC) 

Model Numbe「 RSM120-8-590M RSM 120-8-595M RSM 120-8-BOOM RSM 120-8-605M 

Rated Power in Watts-Pmax(Wp) 590 595 600 605 

Open Ci「cuit Voltage-Voc(V) 41.20 41.40 41.60 41.80 
Short Ci「cuitCurrent-lsc(A) 18.21 18.26 18.32 18.37 

Maximum Power Voltage-Vmpp(V) 34.32 34 50 34 70 34 88 

Maximum Powe「Current-lmpp(A) 17.20 17 25 17 30 17 35 

Module Efficiency(%) * 20 8 21 0 21 2 21 4 
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STC: lrradiance 1000 W/m', Cell Temperature 25°C, Air Mass AM 1.5 according to EN 60904-3 
* Module Efficiency(%): Round-off to the nearest number 
Sorting and binning tolerances: 0~4.99W Measurement tolerance: 士3%
Short Circuit Current tolerance士4% Open Circuit Voltage tolerance: 土3% 
15 Years Limited Product Warranty; 25 Years Limited Power Warranty 

[11 1 

屏

ELECTRICAL DATA(NMOT) 

Model Number RSM120-8-590M RSM 120-8-595M 

Maximum Power-Pmax (Wp) 447 0 450 7 

Open Circuit Voltage-Voe (V) 38.32 38.50 
Short Ci「cuitCurrent-lsc (A) 14.93 14 97 

Maximum Power Voltage-Vmpp (V) 31 85 32 02 
Maximum Power Current-Im pp (A) 14.04 14.08 

RSM 120-8-GOOM RSM 120-8-605M 

454.6 458 3 

38.69 38.87 
15 02 15 06 

32 20 32 37 

14.12 14.16 

NMOT: lrradiance at 800 Wlm', Ambient Temperature 20°G, Wind Speed 1 mis 

MECHANICAL DATA 
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RSM120-8-590M 
1-V characteristics at different irradiations 

650 
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300 f;_ 

200 

100 

0 5 10 15 20 25 30 35 40 45 50 
Voltage(V) 

Solar cells 

Cell configuration 

Module dimensions 

Weight 

Superstrate 

Substrate 

Frame 

J-Box 

Cables 

Connector 

Monocrystalline 

120 cells (6x10+6x10) 

2172x1303x35/40mm 

30~34kg (approx)

比gh Transmission, Low Iron, Tempered ARC Glass 

White Back-sheet 

Anodized Aluminium Alloy type 6005-2T6, Silver Color 

Potted, IP68, 1500VDC, 3 Schottky bypass diodes 

4.0mm叮12AWG), Positive(+)350mm, Negative(-)350mm (Connecto「Included ) 

Risen Twinsel PV-SY02 ,  IP68 

TEMPERATURE & MAXIMUM RATINGS 
1-V characteristics at different temperatures 

22� (AM1 5, 1000W/m') 
20
18
16

云14
百 12

七10
二

U 8 

-10它
10 20 30 40 50 

Voltage{V) 

Nominal Module Operating Temperature (NMOT) 

Temperature Coefficient of Voe 

Temperature Coefficient of lsc 

Temperature Coefficient of Pmax 

Operational Temperature 

Maximum System Voltage 

Module Fire Performance 

Max Series Fuse Rating 

Limiting Reverse Current 

risen

RISEN ENERGY CO., LTD 
Tashan Industry Zone, Me山n,
Ninghai 315609,Ningbo I PRC 
Tel: +86-574-59953239 
Fax: +86-574-59953599 
E-mail: markeling@risenenergy.com
Website: www.risenenergy.com
REM 120-M-12BB-EN-H2-5-2020-CEC-AU 

PACKAGING CONFIGURATION 

Number of modules per container 

Number of modules per pallet 

Number of pallets per container 

Box gross weight[kg] 

44° c士2° c

-o.2s%1° c 

0.04%/°C 

-0.34%/0 c 
-40°C-+85°C 

1500VDC

CLASS C (IEC) 

30A 

30A 

40ft(HQ) 

527 

31 

17 

1000 

CAUTION: READ SAFETY AND INSTALLATION INSTRUCTIONS BEFORE USING THE PRODUCT. 
©2020 Risen Energy. All rights reserved. Specifications included in this datasheet are subject to change without notice 

THE POWER OF RISING VALUE 
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Dimensions of PV Module ""'叩
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RSM110-8-545M 
1-V characteristics at different irradiations 
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1-V characteristics at different temperatures 
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risen

RISEN ENERGY CO., LTD 
Tashan Industry Zone, Me山n,
Ninghai 315609,Ningbo I PRC 
Tel: +86-574-59953239 
Fax: +86-574-59953599 
E-mail: markeling@risenenergy.com 
Website: www.risenenergy.com 
REM 11 O-M-12BB-EN-H2-3-2020-CEC-AU 

ELECTRICAL DATA {STC) 

Model Number RSM110-8-540M RSM110-8-545M RSM110-8-550M RSM110-8-555M RSM110-8-560M 

Rated Power in Watts-Pmax(Wp) 540 545 550 555 560 

Open Ci「cuit Voltage-Voc(V) 37 78 38 02 38.24 38 46 38 68 

Short Ci「cuitCurrent-lsc(A) 18 18 18 23 18.28 18 33 18 38 

Maximum Power Voltage-Vmpp(V) 31 46 31 66 31.86 32 06 32 26 

Maximum Power Cu「「ent-lmpp(A) 17 17 17 22 17 27 17.32 17 37 

Module Efficiency(%) * 20.7 20.9 21.0 21.2 21.4 

ST C: lrradiance 1000 W/m', Cell Temperature 25°C, Air Mass AM 1.5 according to EN 60904-3 
* Module Efficiency(%): Round-off to the nearest number 
Sorting and binning tolerances: 0~4.99W Measurement tolerance: 士3%
Short Circuit Current tolerance士4% Open Circuit Voltage tolerance: 土3% 
15 Years Limited Product Warranty; 25 Years Limited Power Warranty 

ELECTRICAL DATA (NMOT) 

Model Number RSM110-8-540M RSM110-8-545M RSM110-8-550M RSM110-8-555M RSM110-8-560M 

Maximum Powe「-Pmax (Wp) 409 0 412.8 416 7 420 5 424 3 

Open Ci「cuit Voltage-Voe (V) 35 14 35 36 35.56 35 77 35 97 

Short Ci「cuitCurrent-lsc (A) 14 91 14 95 14.99 15 03 15 07 

Maximum Power Vollage-Vmpp (V) 29 19 29 38 29 57 29 75 29 94 

Maximum Powe「Current-lmpp (A) 14.01 14.05 14.09 14.13 14.17 

NMOT: lrrad1ance at 800 W/m', Ambient Temperature 20°C, Wind Speed 1 mis 

MECHANICAL DATA 

Solar cells 

Cell configuration 

Module dimensions 

Weight 

Superstrate 

Substrate 

Frame 

J-Box 

Cables 

Connector 

Monocrystalline 

110 cells (5x11+5x11) 

2384x 1096x35/40mm

27-31kg (approx)

比gh Transmission, Low Iron, Tempered ARC Glass 

White Back-sheet 

Anodized Aluminium Alloy type 6005-2T6, Silver Color 

Potted, IP68, 1500VDC, 3 Schottky bypass diodes 

4.0mm叮12AWG), Positive(+)350mm, Negative(-)350mm (Connector Included ) 

Risen Twinsel PV-SY02, IP68 

TEMPERATURE & MAXIMUM RATINGS 

Nominal Module Operating Temperature (NMOT) 

Temperature Coefficient of Voe 

Temperature Coefficient of lsc 

Temperature Coefficient of Pmax 

Operational Temperature 

Maximum System Voltage 

Module Fire Performance 

Max Series Fuse Rating 

Limiting Reverse Current 

PACKAGING CONFIGURATION 

Number of modules per container 

Number of modules per pallet 

Number of pallets per container 

Box gross weight[kg] 

44° c士2° c

-o.2s%1° c 

0.04%/°C 

-0.34%/0 c 
-40°C-+85°C 

1500VDC

CLASS C (IEC) 

30A

30A

40ft(HQ) 

620 

31 

20 

950 

CAUTION: READ SAFETY AND INSTALLATION INSTRUCTIONS BEFORE USING THE PRODUCT. 
©2020 Risen Energy. All rights reserved. Specifications included in this datasheet are subject to change without notice 

THE POWER OF RISING VALUE 
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Dimensions of PV Module """"· 
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RSM144-9-535M 
1-V characteristics at different irradiations 
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risen 

RISEN ENERGY CO., LTD 
Tashan Industry Zone, Me山n,
Ninghai 315609,Ningbo I PRC 
Tel: +86-574-59953239 
Fax: +86-574-59953599 
E-mail: marketing@risenenergy.com
Website: www.risenenergy.com
REM144-M-1 OBB-EN-H2-5-2020-CEC-AU 

ELECTRICAL DATA (STC) 

Model Numbe「 RSM144-9-525M RSM144-9-530M RSM144-9-535M RSM144-9-540M RSM144-9-545M 

Rated Power in Watts-Pmax(Wp) 525 530 535 540 545 

Open Ci「cuit Voltage-Voc(V) 49 30 49 40 49.50 49 60 49 70 

Short Ci「cuitCurrent-lsc(A) 13.45 13.55 13.64 13.74 13.84 

Maximum Power Voltage-Vmpp(V) 41 65 41 75 41 87 41 99 42 11 

Maximum Powe「Current-lmpp(A) 12.61 12.70 12 79 12 87 12 96 

Module Efficiency(%) * 20.3 20.5 20.7 20.9 21.1 

STC: lrradiance 1000 W/m', Cell Temperature 25°C, Air Mass AM 1.5 according to EN 60904-3 
* Module Efficiency(%): Round-off to the nearest number 
Sorting and binning tolerances: 0-4.99W Measurement tolerance: 土3%
Short Circuit Current tolerance土4% Open Circuit Voltage tolerance: 土3%                                          
15 Years Limited Product Warranty; 25 Years Limited Power Warranty 

ELECTRICAL DATA(NMOT) 

Model Number RSM144-9-525M RSM144-9-530M RSM144-9-535M RSM144-9-540M RSM144-9-545M 

Maximum Power-Pmax (Wp) 390.8 394.6 398.5 402.0 405.8 

Open Ci「cuit Voltage-Voe (V) 46 49 46 58 46 68 46 77 46.87 

Short Circuit Cu「rent-lsc (A) 11 03 11.11 11 18 11 27 11.35 

Maximum Power Voltage-Vmpp (V) 38.50 38 60 38 70 38 80 38 90 

Maximum Power Current-Im pp (A) 10.15 10.22 10 30 10 36 10 43 

NMOT: lrradiance at BOO W/m', Ambient Temperature 20°c, Wind Speed 1 mis 

MECHANICAL DATA 

Solar cells 

Cell configuration 

Module dimensions 

Weight 

Superstrate 

Substrate 

Frame 

J-Box 

Cables 

Connector 

Monocrystalline 

144 cells (6x12+6x12) 

2279x1134x35/40mm; 2274x1134x35/40mm; 2266x1134x35/40mm 
2256x1132x35/40mm; 2250x1132x35/40mm 

27-35kg approx 

High Transmission, Low Iron, Tempered ARC Glass 

White Back-sheet 

Anodized Aluminium Alloy type 6005-2T6, Silver Color 

Potted, IP68, 1500VDC, 3 Schottky bypass diodes 

4.0mm'(12AWG), Positive(+)350mm, Negative(-)350mm (Connector Included) 

Risen Twinsel PV-SY02, IP68 

TEMPERATURE & MAXIMUM RATINGS 

Nominal Module Operating Temperature (NMOT) 

Temperature Coefficient of Voe 

Temperature Coefficient of lsc 

Temperature Coefficient of Pmax 

Operational Temperature 

Maximum System Voltage 

Module Fire Performance 

Max Series Fuse Rating 

Limiting Reverse Current 

PACKAGING CONFIGURATION 

Number of modules per container 

Number of modules per pallet 

Number of pallets per container 

Packaging box dimensions (LxWxH) in mm 

Box gross weight[kg] 

44° c士2° c

-0.275%/0 c 

0.045%/° C 

-0.35%/0 c 

-40° C-+85° C 

1500VDC 

CLASS C (IEC) 

20A 
20A 

40ft(HQ) 

620 

31  

20 

2325x1150x1250 

910 

CAUTION: READ SAFETY AND INSTALLATION INSTRUCTIONS BEFORE USING THE PRODUCT. 
©2020 Risen Energy. All rights reserved. Specifications included in this datasheet are subject to change without notice 

THE POWER OF RISING VALUE 
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ELECTRICAL DATA (STC) 

Model Numbe「 RSM 120-9-445M RSM120-9-450M RSM120-9-455M RSM120-9-460M RSM120-9-465M 

Rated Power in Watts-Pmax(Wp) 445 450 455 460 465 

Open Circuit Voltage-Voc(V) 40.50 40 60 40.70 40.80 40.91 

Short Ci「cuit Current-lsc(A) 13.68 13.78 13.88 13.98 14.04 

Maximum Power Vollage-Vmpp(V) 34. 91 35 05 35.15 35.25 35 35 

Maximum Power Current- lmpp(A) 12.75 12.85 12.95 13.05 13.12 

Module Efficiency(%) * 20.6 20.8 21.0 21.3 21.5 

STC: lrradiance 1000 W/m', Cell Temperature 25°C, Air Mass AM 1.5 according to EN 60904-3 
* Module Efficiency(%): Round-off to the nearest number 
Sorting and binning tolerances: 0~4.99W Measurement tolerance: 士3%
Short Circuit Current tolerance士4% Open Circuit Voltage tolerance: 土3% 
15 Years Limited Product Warranty; 25 Years Limited Power Warranty 

仁

闭l1- "垃' 」

ELECTRICAL DATA(NMOT) 

Model Number RSM 120-9-445M RSM120-9-450M RSM120-9-455M RSM120-9-460M RSM120-9-465M 

Maximum Power-Pmax (Wp) 397.2 401.4 405.5 409.7 413.0 

Open Circuit Voltage-Voe (V) 38 19 38 29 38.38 38 47 38.58 

Short Circuit Current-lsc (A) 11.22 11.30 11.38 11.46 11.51 

Maximum PowerVoltage-Vmpp (V) 38.70 38 80 38 90 39 00 39 10 

Maximum Power Current-Im pp (A) 10.26 10.34 10.42 10.51 10.56 

NMOT: lrradiance at 800 W/m', Ambient Temperature 20'C, Wind Speed 1 mis 

MECHANICAL DATA 

RSM120-9-455M 
1-V characteristics at different irradiations 
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Solar cells 

Cell configurat1on 

Module dimensions 

Weight 

Superstrate 

Substrate 

Frame 

J-Box 

Cables 

Connector 

Monocrystalline 

120 cells (6x 10+6x 10) 

1884x1132x35/40mm; 1889x1132x35/40mm; 1908x1134x35/40mm 

22-28kg approx 

High Transmission, Low Iron, Tempered ARC Glass 

White Back-sheet 

Anodized Aluminium Alloy type 6005-2T6, Silver Color 

Potted, IP68, 1500VDC, 3 Schottky bypass diodes 

4.0mm叮12AWG), Positive(+)350mm, Negative(-)350mm (Connector Included ) 

Risen Twinsel PV-SY02, IP68 

1-V characteristics at different temperatures 
I AM1 5, 1000W/m') 16 
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Voltage(V) 

Nominal Module Operating Temperature (NMOT) 

Temperature Coefficient of Voe 

Temperature Coefficient of lsc 

Temperature Coefficient of Pmax 

Operational Temperature 

Maximum System Voltage 

Module Fire Performance 

Max Series Fuse Rating 

Limiting Reverse Current 

risen 

RISEN ENERGY CO., LTD 
Tashan Industry Zone, Me山n,
Ninghai 315609,Ningbo I PRC 
Tel: +86-574-59953239 
Fax: +86-574-59953599 
E-mail: markeling@risenenergy.com
Website: www.risenenergy.com
REM120-M-1 OBB-EN-H2-1-2020-CEC-AU 

TEMPERATURE & MAXIMUM RATINGS 

PACKAGING CONFIGURATION 

Number of modules per container 

Number of modules pe「 pallet

Number of pallets per container 

Packaging box dimensions (LxWxH) in mm 

Box gross weight[kg] 

44•c士2°c

-o.21s%1°c 

0.045%/°C 

-0.35%/0c 

-40°c-+as·c 

1500VDC 

CLASS C (IEC) 

20A 

20A 

40ft(HQ) 

744 

31  

24 

1935x1120x1245 

765 

CAUTION: READ SAFETY AND INSTALLATION INSTRUCTIONS BEFORE USING THE PRODUCT. 
©2020 Risen Energy. All rights reserved. Specifications included in this datasheet are subject to change without notice 

THE POWER OF RISING VALUE 
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Dimensions of PV Module """ mm 
ELECTRICAL DATA (STC} 
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Model Numbe「 RSM156-6-450M 

Rated Power in Watts-Pmax(Wp) 450 

Open Ci「cuit Voltage-Voc(V) 52.82 

Short Circuit Current-lsc(A) 10.87 

Maximum Power Voltage-Vmpp(V) 44 00 

Maximum Powe「Current-lmpp(A) 10.24 

Module Efficiency(%) * 20.7 
STC: lrradiance 1000 Wlm', Cell Temperature 25 °C, Air MassAM1 .5 according to EN 60904-3 
* Module Efficiency(%): Round-off to the nearest number 
Sorting and binning tolerances: 0-4.99W Measurement tolerance: 士3%
Short Circuit Current tolerance: 士4% Open Circuit Voltage tolerance: 士3%
15 Years Limited Product Warranty; 25 Years Limited Power Warranty 

ELECTRICAL DATA (NMOT) 

Model Number RSM156-6-450M 

Maximum Power-Pmax (Wp) 336 .6 

Open Ci「cuit Voltage-Voe (V) 48.59 

Short Circuit Current-lsc (A) 8.91 

Maximum PowerVoltage-Vmpp (V) 40.33 

Maximum Powe「Cu「rent-Impp (A) 8.35 
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RSM156-6-450M 
1-V characteristics at different irradiations 
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NMOT: lrradiance at 800 W/m', Ambient Temperature 20 °c, Wind Speed 1 mis 

10 20 30 40 50 60 
Voltage(V) 

MECHANICAL DATA 

Solar cells 

Cell configuration 

Module dimensions 

Weight 

Superstrate 

Substrate 

Frame 

J-Box 

Cables 

Connector 

Monocrystalline 

156 cells (6x13+6x13) 

2136/2178X996X25/30/35/40mm 

22-39 kg(approx) 

High Transmission, Low Iron, Tempered ARC Glass 

White Back-sheet 

Anodized Aluminium Alloy type 6063T5, Silver Color 

Potted, IP68, 1500VDC, 3 Schottky bypass diodes 

4.0mm叮12AWG), Positive(+)350mm, Negative(-)350mm (Connector Included ) 

Risen Twinsel PV-SY02, IP68 ；MC4 EVO2

1-V characteristics at different temperatures 
(AM1 5, 1000W/m') 
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Voltage(V) 

-10它

TEMPERATURE & MAXIMUM RATINGS 

Nominal Module Operating Temperature (NMOT) 44°C士2° c

Tempe「alure Coefficient of Voe -0.29%/°C 

Temperature Coefficient of lsc 0.05%/°C 

Temperature Coefficient of Pmax -0.37%/°C 

Operational Temperature -40°C-+85°C 

Maximum System Voltage 1500VDC

Module Fire Performance CLASS C (IEC) 

Max Series Fuse Rating 

Limiting Reverse Current 

20A 

20A 

PACKAGING CONFIGURATION 
■ 

risen 

RISEN ENERGY CO., LTD 
Tashan Industry Zone, Me山n,
Ninghai 315609,Ningbo I PRC 
Tel: +86-574-59953239 
Fax: +86-574-59953599 
E-mail: marketing@risenenergy.com
Website: www.risenenergy.com

REM 156-M-9BB-EN-H2-3-2020 

Number of modules per container 

Number of modules per pallet 

Number of pallets per container 

40ft(HQ) 

620 

31 

20 

Packaging box dimensions (LxWxH) in mm 2205x1135x1130 

Box g「oss weight[kg] 830 

20ft 

310 

31 

10 

2205x1135x1130 

830 

CAUTION: READ SAFETY AND INSTALLATION INSTRUCTIONS BEFORE USING THE PRODUCT. 
©2020 Risen Energy. All rights reserved. Specifications included in this datasheet are subject to change without notice 

THE POWER OF RISING VALUE 
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Dimensions of PV Module ,,,, mm 
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ELECTRICAL DATA (STC) 

Model Number RSM120-6-330MB RSM120-6-335MB RSM120-6-340MB RSM120-6-345MB RSM120-6-350MB 

Rated Power in Watts-Pmax(Wp) 330 335 340 345 350 

Open Ci「cuit Voltage-Voc(V) 40 30 40 40 40.50 40 60 40 70 

Short Circuit Current-lsc(A) 10.30 10.40 10.50 10.60 10.70 

Maximum Power Voltage-Vmpp(V) 34.05 34 20 34.40 34.55 34.70 

Maximum Power Current-lmpp(A) 9.70 9.80 9.90 10.00 10.10 

Module Efficiency(%) * 19 6 19 9 20 2 20 5 20 8 

STC: lrradiance 1000 W/m', Cell Temperature 25°C, Air MassAM1 .5 according to EN 60904-3 
* Module Efficiency(%): Round-off to the nearest number 
Sorting and binning tolerances: 0~4.99W Measurement tolerance: 士3%
Short Circuit Current tolerance: 土4% Open Circuit Voltage tolerance: 土3%
15 Years L而ited Product Warranty; 25 Years Limited Power Warranty 

丿二

ELECTRICAL DATA (NMOT) 

Model Number RSM120-6-330MB RSM120-6-335MB RSM120-6-340MB RSM120-6-345MB RSM120-6-350MB 

Maximum Power-Pmax (Wp) 246 9 250 5 254 6 258.2 262 0 

Open Ci「cuit Voltage-Voe (V) 37 00 37 10 37.30 37 35 37 44 

Short Circuit Cur「ent-lsc (A) 8 45 8 53 8 61 8 69 8.77 

Maximum Power Voltage-Vmpp (V) 31.20 31.30 31.50 31.65 31.79 

Maximum Power Current-Im pp (A) 7.92 8 00 8 08 8 16 8.24 

NMOT: lrradiance at 800 W/m', Ambient Temperature 20°c, Wind Speed 1 mis 

RSM120-6-340MB 
1-V characteristics at different irradiations 

MECHANICAL DATA 

Solar cells 

Cell configurat1on 

Module dimensions 
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0 5 10 15 20 25 30 35 40 
Voltage(V) 

Weight 

Superstrate 

Substrate 

Frame 

J-Box 

Cables 

Connector 

Monocrystalline 

120 cells (6x10+6x 10) 

1685/1695/1689x992/998/996x25/30/35/40mm;or 1768x1048x35/40mm 

22/22.5/22.5/23kg or18.5/19/19/19.5/20kg or13/13.5/13.5/14kg or21 kg app「OX 

High T ransmission, Low Iron, Tempered ARC Glass 

Back-sheet (Front side: Black, Back side: White) 

Anodized Aluminium Alloy type 6063T 5, Black 

Potted, IP68, 1500VDC, 3 Schottky bypass diodes 

4.0mm'(12AWG), Positive(+)350mm, Negative(-)350mm (Connector Included) 

Risen Twinsel PV-SY02, IP68  ;MC4 EVO2

TEMPERATURE & MAXIMUM RATINGS 
1-V characteristics at different temperatures 

(AM1 5, 1000W/m') 
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Voltage(V) 

Nominal Module Operating Temperature (NMOT) 

Temperature Coefficient of Voe 

Temperature Coefficient of lsc 

Temperature Coefficient of Pmax 

Operational Temperature 

Maximum System Voltage 

Module Fire Performance 

Max Series Fuse Rating 

Limiting Reverse Current 

■ 

risen 

RISEN ENERGY CO., LTD 
Tashan Industry Zone, Me山n,
Ninghai 315609,Ningbo I PRC 
Tel: +86-574-59953239 
Fax: +86-574-59953599 
E-mail: marketing@risenenergy.com 
Website: www.risenenergy.com 

REM 120-M B-9BB-EN-H2-2-2020 

PACKAGING CONFIGURATION 

Number of modules per container 

Number of modules per pallet 

44•c士2·c

-0.29%/°C 

o.o5%t0c 

-0.37%/°C 

-40°c-+a5•c 

1500VDC 

CLASS C (IEC) 

20A 

20A 

40ft(HQ) 

780 

30 

Number of pallets per container 26 

Packaging box dimensions (LxWxH) in mm 1715x11Q5x1130 

Box gross weight[kg] 630 

20ft 

360 

30 

12 

1715x1105x1130 

630 

CAUTION: READ SAFETY AND INSTALLATION INSTRUCTIONS BEFORE USING THE PRODUCT. 
©2020 Risen Energy. All rights reserved. Specifications included in this datasheet are subject to change without notice 

THE POWER OF RISING VALUE 
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Dimensions of PV Module "'" mm 
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ELECTRICAL DATA (STC) 

Model Number RSM132-6-365MB RSM132-6-370MB RSM132-6-375MB RSM132-6-380MB RSM132-6-385MB 

Rated Power in Watts-Pmax(Wp) 365 370 375 380 385 

Open Circuit Voltage-Voc(V) 44 10 44.20 44 30 44 40 44 50 

Short Circuit Current-lsc(A) 10 38 10 48 10.58 10 68 10.78 

Maximum Power Voltage-Vmpp(V) 37 35 37 50 37 65 37 80 37 95 

Maximum Power Cur「ent-lmpp(A) 9.79 9 88 9 97 10 07 10 16 

Module Efficiency(%) * 19.8 20.1 20.3 20.6 20.9 
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STC: lrradiance 1000 Wlm', Cell Temperature 25° C, Air MassAM1 .5 according to EN 60904-3 
* Module Efficiency(%): Round-off to the nearest number 
Sorting and binning tolerances: 0-4.99W Measurement tolerance: 士3%
Short Circuit Current tolerance: 士4% Open Circuit Voltage tolerance: 士3%
15 Years Limited Product Warranty; 25 Years Limited Power Warranty 

ELECTRICAL DATA (NMOT) 

i
DOL 

Model Number RSM132-6-365MB RSM132-6-370MB RSM132-6-375MB RSM132-6-380MB RSM132-6-385MB 

Maximum Power-Pmax (Wp) 273 2 276 9 280 7 284 4 288 1 

Open Ci「cuit Voltage-Voe (V) 40.60 40.70 40.80 40.85 40.94 

Sha「t Circuit Current-lsc (A) 8 52 8 59 8 68 8.76 8 84 

Maximum Power Voltage-Vmpp (V) 34 20 34 40 34 50 34 62 34 76 

Maximum Power Current-Im pp (A) 7.99 8.06 8.14 8.21 8.29 

NMOT: lrradiance at 800 W/m', Ambient Temperature 20° C, Wind Speed 1 mis 

MECHANICAL DATA 

RSM132-6-370MB 
1-V characteristics at different irradiations 
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Voltage(V) 

Solar cells 

Cell configurat,on 

Module dimensions 

Weight 

Superstrate 

Substrate 

Frame 

J-Box 

Cables 

Connector 

Monocrystalline 

132 cells (6x11+6x11) 

1852x996x25/30/35/40mm 

20/20.5 /21 kg approx

High Transmission, Low Iron , Tempered ARC Glass 

Back-sheet (Front side: Black, Back side: White) 

Anodized Aluminium Alloy type 6063T5, Black 

Potted, IP68, 1500VDC, 3 Schottky bypass diodes 

4.0mm'(12AWG), Positive(+)350mm, Negative(-)350mm (Connector Included ) 

Risen Twinsel PV-SY02, IP68 ;MC4 EVO2

TEMPERATURE & MAXIMUM RATINGS 

1-V characteristics at different temperatures 
(AM1.5, 1000Wlm� 
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Voltage(V) 

Nominal Module Ope「ating Temperature (NMOT) 

Temperature Coefficient of Voe 

Temperature Coefficient of lsc 

Temperature Coefficient of Pmax 

Operational Temperature 

Maximum System Voltage 

Module Fire Performance 

Max Series Fuse Rating 

Limiting Reverse Current 

■ 

risen 

RISEN ENERGY CO., LTD 
Tashan Industry Zone, Me山n,
Ninghai 315609,Ningbo I PRC 
Tel: +86-574-59953239 
Fax: +86-574-59953599 
E-mail: marketing@risenenergy.com 
Website: www.risenenergy.com 

REM 132-M B-9BB-EN-H2-2-2020 

PACKAGING CONFIGURATION 

Number of modules per container 

Number of modules per pallet 

44•c士2·c

-0.29%/°C 

o.os%1°c 

-0.37%t0c 

-40°c-+ss·c 

1500VDC 

CLASS C {IEC) 

20A 

20A 

40ft(HQ) 

720 

30 

Number of pallets per container 24 

Packaging box dimensions (LxWxH) in mm 1880x1105x1130 

Box gross weight[kg] 665 

20ft 

360 

30 

12 

1880x 1105x 1130 

665 

CAUTION: READ SAFETY AND INSTALLATION INSTRUCTIONS BEFORE USING THE PRODUCT. 
©2020 Risen Energy. All rights reserved. Specifications included in this dalasheet are subject to change without notice 

THE POWER OF RISING VALUE 
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Dimensions of PV Module ""''mm 
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ELECTRICAL DATA (STC) 

Model Number RSM144-6-400MB RSM144-6-405MB RSM144-6-410MB RSM144-6-415MB RSM144-6-420MB 

Rated Powe「 in Watts-Pmax(Wp) 400 405 410 415 420 

Open Circuit Voltage-Voc(V) 48 60 48.75 48 90 49 00 49 10 

Short Ci「cuit Cur「ent-lsc(A) 10 50 10 60 10 70 10 80 10.90 

Maximum Power Voltage-Vmpp(V) 40.45 40.55 40.65 40.70 40.80 

Maximum Power Cu「rent-lmpp(A) 9 90 10 00 10 10 10 20 10.30 

Module Efficiency(%) * 19.9 20.2 20.4 20.7 20.9 

STC: lrradiance 1000 W/m', Cell Temperature 25 °C, Air MassAM1 .5 according to EN 60904-3 
* Module Efficiency(%): Round-off to the nearest number 
Sorting and binning tolerances: 0-4.99W Measurement tolerance: 土3%
Short Circuit Current tolerance: 土4% Open Circuit Voltage tolerance: 土3%
15 Years Limited Product Warranty; 25 Years Limited Power Warranty 

ELECTRICAL DATA (NMOT) 

勹
『

Model Number RSM144-6-400MB RSM144-6-405MB RSM144-6-410MB RSM144-6-415MB RSM144-6-420MB 

Maximum Power-Pm ax (Wp) 299.3 303.1 306 9 309.2 312 7 

Open Circuit Voltage-Voe (V) 44 70 44 90 44 99 45 63 45 70 

Short Circuit Current-lsc (A) 8.61 8 69 8 77 8 80 8 87 

Maximum Power Voltage-Vmpp (V) 37 05 37 14 37 24 37 30 37.40 

Maximum Power Current-lmpp (A) 8 08 8 16 8 24 8 29 8 36 

NMOT: lrrad1ance at 800 W/m', Ambient Temperature 20°C, Wind Speed 1 mis 

MECHANICAL DATA 
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RSM144-6-410MB 
1-V characteristics at different irradiations 
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Voltage(V) 

Solar cells 

Cell configuration 

Module dimensions 

Weight 

Superstrate 

Substrate 

Frame 

J-Box 

Cables 

Connector 

Monocrystalline 

144 cells (6x12+6x12) 

2010/2020/2015x992/998/996x25/30/35/40m mor2108x1048x35/40mm 

26/26.5.26.5/27kg or22/22.5/22.5/23/23.5kg or16.5/17/17/17.Skg o「25kg approx 

High Transmission, Low Iron, Tempered ARC Glass 

Back-sheet (Front side: Black, Back side: White) 

Anodized Aluminium Alloy type 6063T5, Black 

Potted, IP68, 1500VDC, 3 Schottky bypass diodes 

4.0mm'(12AWG), Positive(+)350mm, Negative(-)350mm (Connector Included ) 

Risen Twinsel PV-SY02, IP68 ;MC4 EVO2

TEMPERATURE & MAXIMUM RATINGS 

1-V characteristics at different temperatures 
(AM1 5, 1000W/m') 
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10 20 30 40 50 60 

Voltage(V) 

Nominal Module Ope「ating Temperature (NMOT) 

Temperature Coefficient of Voe 

Temperature Coefficient of lsc 

Temperature Coefficient of Pmax 

Operational Temperature 

Maximum System Voltage 

Module Fire Performance 

Max Series Fuse Rating 

Limiting Reverse Current 

44•c士2·c

-0.29%/°C 

o.os%1°c 

-0.37%t0c 

-40°c-+ss·c 

1500VDC 

CLASS C {IEC) 

20A 

20A 

■ 

risen 

RISEN ENERGY CO., LTD 
Tashan Industry Zone, Me山n,
Ninghai 315609,Ningbo I PRC 
Tel: +86-574-59953239 
Fax: +86-574-59953599 
E-mail: marketing@risenenergy.com 
Website: www.risenenergy.com 

REM 144-M B-9BB-EN-H2-2-2020 

PACKAGING CONFIGURATION 

Number of modules per container 

Number of modules per pallet 

40ft(HQ) 

594 

27 

Number of pallets per container 22 

Packaging box dimensions (LxWxH) in mm 204Qx113Qx1130 

Box gross weight[kg] 670 

20ft 

270 

27 

10 

2040x1130x1130 

670 

CAUTION: READ SAFETY AND INSTALLATION INSTRUCTIONS BEFORE USING THE PRODUCT. 
©2020 Risen Energy. All rights reserved. Specifications included in this datasheet are subject to change without notice 

THE POWER OF RISING VALUE 
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Dimensions of PV Module ,,,, mm 
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ELECTRICAL DATA (STC) 

Model Number RSM120-6-345M RSM120-6-350M 

Rated Power in Watts-Pmax(Wp) 345 350 

Open Ci「cuit Voltage-Voc(V) 40.60 40 70 

Short Circuit Current-lsc(A) 10.60 10 70 
Maximum Power Voltage-Vmpp(V) 34.55 34.70 

Maximum Power Currenl-lmpp(A) 10.00 10.10 
Module Efficiency(%) * 20.5 20.8 

STC: lrradiance 1000 Wlm', Cell Temperature 25°C, Air MassAM1 .5 according to EN 60904-3 
* Module Efficiency(%): Round-off to the nearest number 
Sorting and binning tolerances: 0-4.99W Measurement tolerance: 士3%
Short Circuit Current tolerance: 士4% Open Circuit Voltage tolerance: 士3%
15 Years Limited Product Warranty; 25 Years Limited Power Warranty 

丿二

ELECTRICAL DATA (NMOT) 

Model Number RSM120-6-345M RSM120-6-350M 

Maximum Power-Pmax (Wp) 258 2 262 0 

Open Ci「cuit Voltage-Voe (V) 37 35 37 44 
Short Circuit Current-lsc (A) 8.69 8.77 
Maximum Power Voltage-Vmpp (V) 31.65 31.79 
Maximum Power Current-Im pp (A) 8 16 8 24 

NMOT: lrrad1ance at 800 W/m', Ambient Temperature 20°C, Wind Speed 1 mis 

MECHANICAL DATA 

RSM120-6-345M 
1-V characteristics at different irradiations 
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Solar cells 

Cell configu「ation

Module dimensions 

Weight 

Superstrate 

Substrate 

Frame 

J-Box 

Cables 

Connector 

Monocrystalline, 9BB 

120 cells (6x10+6x10) 
1689x996x35mm 

19.5kg 

High T ransmission, Low Iron, Tempered ARC Glass 

White Back-sheet 

Anodized Aluminium Alloy type 6063T5, Silver Color 
Potted, IP68, 1500VDC, 3 Schottky bypass diodes 

4.0mm2 (12AWG), Positive(+)270mm, Negative(-)270mm 

Risen Twinsel PV-SY02, IP68 

TEMPERATURE & MAXIMUM RATINGS 

1-V characteristics at different temperatures 
(AM1 5, 1000W/m') 
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-10"C 
10 20 30 40 50 

Voltage(V) 

Nominal Module Operating Temperature (NMOT) 

Temperature Coefficient of Voe 

Temperature Coefficient of lsc 

Temperature Coefficient of Pmax 

Operational Temperature 

Maximum System Voltage 
Module Fire Perfo「mance

Max Series Fuse Rating 

Limiting Reverse Current 

44'C士2'C
-0.29%/'C 

0.05%/'C 

-0.37%/'C 

-40'C-+85'C 

1500VDC 
CLASS C (IEC) 

20A 

20A 

risen

RISEN ENERGY CO., LTD 
Tashan Industry Zone, Me山n,
Ninghai 315609,Ningbo I PRC 
Tel: +86-574-59953239 
Fax: +86-574-59953599 
E-mail: marketing@risenenergy.com 
Website: www.risenenergy.com 
REM120-M-988-EN-H 1-1-2020 

PACKAGING CONFIGURATION 

40ft(HQ) 
Number of modules per container 780 
Number of modules per pallet 30 
Number of pallets per container 26 
Packaging box dimensions (LxWxH) in mm 1715x1105x1130 
Box gross weight[kg] 630 

20ft 

360 
30 

12 

1715X11Q5X113Q 

630 

CAUTION: READ SAFETY AND INSTALLATION INSTRUCTIONS BEFORE USING THE PRODUCT. 
©2020 Risen Energy. All rights reserved. Spec1f1cat1ons included 1n this datasheet are subject to change without notice 

THE POWER OF RISING VALUE 
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Dimensions of PV Module """·•• 
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ELECTRICAL DATA (STC) 

Model Number RSM132-6-375M         RSM132-6-380M 

Rated Power in Watts-Pmax(Wp) 375 380 

Open Ci 「cuit Voltage-Voc(V) 44.30 44.40 

Short Ci 「cuitCu「rent-lsc(A) 10.58 10.68 

Maximum Power Voltage-Vmpp(V) 37.65 37.80 

Maximum Power Current-lmpp(A) 9.97 10.07 

Module Efficiency (%) * 20.3 20.6 

二二

ELECTRICAL DATA (NMOT) 

Model Number RSM132-6-375M           RSM132-6-380M 

Maximum Power-Pmax (Wp) 280.7 284.4 

Open Ci「cuit Voltage-Voe (V) 40.80 40.85 

Short Ci「cuitCur 『ent-lsc (A) 8.68 8.76 

Maximum Power Voltage-Vmpp (V) 34.50 34.62 

Maximum Powe「Current-lmpp (A) 8.14 8.21 

NMOT: lrradiance at 800 W/m', Ambient Temperature 2o•c, Wind Speed 1 m/s. 

MECHANICAL DATA 

RSM132-6-370M 
1-V characteristics at different irradiations 
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Voltage(V) 

Solar cells 

Cell configuration 

Module dimensions 

Weight 

Superstrate 

Substrate 

Frame 

J-Box 

Cables 

Connector 

Monocrystalline, 98B 

132 cells (6x11+6x11) 

1852x996x35mm 

20.5kg 

High Transmission, Low Iron, Tempered ARC Glass 

White Back会sheet

Anodized Aluminium Alloy type 6063T5, Silver Color 

Potted, IP68, 1500VDC, 3 Schottky bypass diodes 

4.0mm2 (12AWG), Positive(+)270mm, Negative(会）270mm 

Risen Twinsel PV-SY02, IP68 

卜V characteristics at different temperatures 
(AM1.5, 1000Wlm') 
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Voltage(V) 

TEMPERATURE & MAXIMUM RATINGS 

Nominal Module Operating Temperature (NMOT) 45° c土2° c

Temperature Coefficient of Voe -0.29%/°C 

Temperature Coefficient of lsc 0.05%/°C 

Tempera tu『e Coefficient of Pmax -0.37%/°C 

Operational Temperature -40°C~+85°C 

Maximum System Voltage 1500VDC 

Module Fire Performance CLASS C (IEC) 

Max Series Fuse Rating 

Limiting Reverse Current 

20A 

20A 

risen 

Tashan Industry Zone, Meilin, 
Ninghai 315609,Ningbo I PRC 
Tel: +86-57 4-59953239 
Fax: +86-574-59953599 
E-mail: marketing@risenenergy.com 
Website: www.risenenergy.com 

REM132扯9BB-EN-H1千2020

PACKAGING CONFIGURATION 

40ft 20ft 

Number of modules per container 720 360 

Number of modules per pallet 30 30 

Number of pallets per container 24 12 

Packaging box dimensions (LxWxH) in mm 1aaox11osx1130 188Qx 1105x 1130 

Box gross weighl[kg] 665 665 

CAUTION: READ SAFETY AND INSTALLATION INSTRUCTIONS BEFORE USING THE PRODUCT. 
©2020 Risen Energy. All rights reserved. Specifications included in this datasheet are subject to change without notice 

THE POWER OF RISING VALUE 

STC: lrradiance 1000 W/m', Cell Temperature 25° G, Air Mass AM1 .5 according to EN 60904-3 
* Module Efficiency(%): Round-off to the nearest number 
Sorting and binning tolerances: 0-4.99W Measurement tolerance: 士3%
Short Circuit Current tolerance: 士4% Open Circuit Voltage tolerance: 土3% 
15 Years Limited Product Warranty; 25 Years Limited Power Warranty
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Dimensions of PV Module """ mm 
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ELECTRICAL DATA (STC) 

Model Number RSM144-6-410M RSM144-6-415M 

Rated Power in Watts-Pmax(Wp) 410 415 

Open Circuit Voltage-Voc(V) 48.90 49.00 

Short Circuit Current-lsc(A) 10.70 10.80 

Maximum Power Voltage-Vmpp(V) 40.65 40.70 

Maximum Power Current-lmpp(A) 10.10 10.20 

Module Efficiency(%) * 20.4 20.7 

仁二刁
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STC: lrradiance 1000 W/m', Cell Temperature 25°C, Air Mass AM1 .5 according to EN 60904-3 
* 

勹]
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ELECTRICAL DATA (NMOT) 

Model Number RSM144-6-410M RSM144-6-415M 

Maximum Power-Pmax (Wp) 306.9 309.2 

Open Circuit Voltage-Voe (V) 44.99 45.63 

Short Circuit Current-lsc (A) 8.77 8.80 
Maximum Power Voltage-Vmpp (V) 37.24 37.30 

Maximum Power Current-lmpp (A) 8.24 8.29 

NMOT: lrradiance at 800 W/m', Ambient Temperature 2o•c, Wind Speed 1 m/s. 

MECHANICAL DATA 
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RSM144-6-410M 
1-V characteristics at different irradiations 
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Voltage(V) 

Solar cells 

Cell configuration 

Module dimensions 

Weight 

Superstrate 

Substrate 

Frame 

J-Box 

Cables 

Connector 

Monocrystalline, 98B 

144 cells (6x12+6x12) 

2015x996x40mm 

23kg 

High Transmission, Low Iron, Tempered ARC Glass 

White Back-sheet 

Anodized Aluminium Alloy type 6063T5, Silver Color 

Potted, IP68, 1500VDC, 3 Schottky bypass diodes 

4.0mm叮12AWG), Positive(+)270mm, Negative(-)270mm 

Risen Twinsel PV-SY02, IP68 

1-V characteristics at different temperatures 
(AM1.5, 1000Wim') 
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Voltage(V) 

TEMPERATURE & MAXIMUM RATINGS 

Nominal Module Operating Temperatu「e (NMOT) 45°C土2·c

Temperature Coefficient of Voe -0.29%/°C 

Temperature Coefficient of lsc 0.05%1°C 

Temperature Coefficient of Pmax 

Operational Temperature 

Maximum System Voltage 

Module Fire Performance 

Max Series Fuse Rating 

Limiting Reverse Current 

-0.37%/°C 

-40°C~+85°C 

1500VDC 

CLASS C (IEC) 

20A 

20A 

risen 

Tashan Industry Zone, Meilin, 
Ninghai 315609,Ningbo I PRC 
Tel: +86-57 4-59953239 
Fax: +86-574-59953599 
E-mail: marketing@risenenergy.com 
Website: www.risenenergy.com 

REM144扯9BB-EN-H1千2020

PACKAGING CONFIGURATION 

40ft 

Number of modules per container 
j 594 

Number of modules per pallet 27 

Number of pallets per container 22 

Packaging box dimensions (LxWxH) in mm 2040x 1130x 1130 

Box gross weight[kg] 670 

20ft 

270 

27 

10 

2040x1130x1130 

670 

CAUTION: READ SAFETY AND INSTALLATION INSTRUCTIONS BEFORE USING THE PRODUCT 
©2020 Risen Energy. All rights reserved. Specifications included in this datasheet are subject to change without notice 

THE POWER OF RISING VALUE 

Module Efficiency(%): Round-off to the nearest number 
Sorting and binning tolerances: 0-4.99W Measurement tolerance: 士3%
Short Circuit Current tolerance: 土4% Open Circuit Voltage tolerance: 土3%                                              
15 Years Limited Product Warranty; 25 Years Limited Power Warranty
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Dimensions of PV Module """·•• 
ELECTRICAL DATA (STC) 

RSM1扔-o-430M RSM1防硕M RSM1彷OM RSM156-o-445M 
丝

Model Number 

Rated Power in Watts-Pmax(Wp) 

Open Ci「cuitVoltage-Voc(V) 

Short Circuit Current-lsc(A) 

Maximum Power Voltage-Vmpp(V) 

Maximum PowerCurrent-lmpp(A) 9.87 9.97 10.06 10.15 

Module Efficiency(%)* 19.8 20.1 20.3 20.5 

ST C: lrradiance 1000 W/m', Cell Temperature 25 °G, Air Mass AM1 .5 according to EN 60904-3 
* Module Efficiency(%): Round-off to the nearest number 
Sorting and binning tolerances: 0-4.99W Measurement tolerance: 士3%

430 435 440 445 

52.38 
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Model Number 

Maximum Power-Pmax (Wp) 

Open Ci『cuitVoltage-Voe (V) 

Short Circuit Cu『rent-lsc (A) 

Maximum Power Voltage-Vmpp (V) 

Maximum Power Current-lmpp (A) 

丿
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ELECTRICAL DATA (NMOT)

RSM156-6-430M RSM156-6-435M RSM1彷扭OM RSM156-6-445M 

321.8 

48.20 

8.59 

39.90 

325.5 

48.30 

8.67 

40.09 

329.3 

48.41 

8.75 

40.18 

332.9 

48.50 

8.83 

40.26 

8.06 8.12 8.20 8.27 

NMOT: lrradiance at 800 W/m', Ambient Temperature 2o•c, Wind Speed 1 m/s. 

RSM156-6-445M 
1-V characteristics at different Irradiations 
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Voltage(V) 

MECHANICAL DATA 

Solar cells 

Cell configuration 

Module dimensions 

Weight 

Supe『strate

Substrate 

Frame 

J-Box 

Cables 

Connector 

Monocrystalline, 9BB 

156 cells (6x13+6x13) 

2178x996x40mm 

25.5kg 

High Transmission, Low Iron, Tempered ARC Glass 

White Back-sheet 

Anodized Aluminium Alloy type 6063T5, Silver Color 

Potted, IP68, 1500VDC, 3 Schottky bypass diodes 

4.0mm2 (12AWG), Positive(+)270mm, Negative(一）270mm 

Risen Twinsel PV-SY02, IP68 

TEMPERATURE & MAXIMUM RATINGS 
卜V characteristics at different temperatures 

I AM1.5, 1000Wim') 

。

12

11

10

9

8

7

6

5

4

3

2

1

0

 

(
V}
 1u
a」5
n
J
 

,0 20 30 40 

Voltage(V) 
50 

Nominal Module Operating Temperature (NMOT) 

Temperature Coefficient of Voe 

Temperature Coefficient of lsc 

Temperature Coefficient of Pmax 

Operational Temperature 

Maximum System Voltage 

Module Fire Performance 

Max Series Fuse Rating 

Limiting Reverse Current 

risen 

 Tashan Industry Zone, Meilin, 
Ninghai 315609,Ningbo I PRC 
Tel: +86-57 4-59953239 
Fax: +86-574-59953599 
E-mail: marketing@risenenergy.com 
Website: www.risenenergy.com 
REM156扯9BB-EN-H1千2020

PACKAGING CONFIGURATION 

Number of modules per container 

Number of modules per pallet 

Number of pallets per container 

Packaging box dimensions (LxWxH) in mm 

Box gross weight[kg] 

45° c士2° c

-0.29%/°C 

0.05%!°C 

-0.37%/°C 

-40°C-+85°C 

1500VDC 

CLASS C (IEC) 

20A 

20A 

40ft 

540 

27 

20 

2205x1130x1130 

745 

20ft 

270 

27 

10 

2205x1130x1130 

745 

CAUTION: READ SAFETY AND INSTALLATION INSTRUCTIONS BEFORE USING THE PRODUCT 
©2020 Risen Energy. All rights reserved. Specifications included in this datasheet are subject to change without notice 

THE POWER OF RISING VALUE 

Short Circuit Current tolerance: 士4% Open Circuit Voltage tolerance: 土3%                                              
15 Years Limited Product Warranty; 25 Years Limited Power Warranty
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Dimensions of PV Module 吐mm
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ELECTRICAL DATA (STC) 

Model Number RSM120-7-360M   RSM120-7-365M  RSM120-7-370M  RSM120-7-375M 

Rated Power in Watts-Pmax(Wp) 360 365 370 375 
Open Ci「cuit Voltage-Voc(V) 40.70 40.80 40.90 41.00 
Short Ci「cuit Current-lsc(A) 11.42 11.54 11.66 11.78 
Maximum Power Voltage-Vmpp(V) 33.35 33.50 33.65 33.80 
Maximum Power Current-lmpp(A) 10.80 10.90 11.00 11.10 
Module Efficiency(%) * 19.4 19.7 20.0 20.2 

i丿

ELECTRICAL DATA (NMOT) 

Model Number RSM120-7-360M RSM120-7-365M RSM120-7-370M RSM120-7-375M 
Maximum Power-Pmax (Wp) 269.2 272.9 276.7 280.4 
Open Ci「cuit Voltage-Voe (V) 37.44 37.54 37.63 37.72 
Short Circuit Current-lsc (A) 9 36 9.46 I 9 56 9.66 

Maximum Power Voltage-Vmpp (V) 30.55 30.69 30.82 30.92 
Maximum Power Current-Im pp (A) 8.81 8.89 8.98 9.06 

NMOT: lrradiance at 800 W/m', Ambient Temperature 20'C, Wind Speed 1 mis. 

A
 

MECHANICAL DATA 

RSM120-7-365M 
1-V characteristics at different irradiations 
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Solar cells 
Cell configuration 
Module dimensions 
Weight 

Superstrate 

Substrate 

Frame 
J-Box 
Cables 
Connector 

Monocrystalline 166x83mm 
120 cells (6x 10+6x10) 
1768x 1048x35mm 
2 1.0kg 

High Transmission, Low Iron, Tempered ARC Glass 

White Back-sheet 
Anodized Aluminium Alloy type 6063T5, Silver Color 
Potted, IP68, 1500VDC, 3 Schottky bypass diodes 
4 .0mm2 (12AWG), Positive(+) 270mm, Negative(-) 270mm 
Risen Twinsel PV-SY02, IP68 

10 20 30 40 

so 

so O 
Voltage(V) 

TEMPERATURE & MAXIMUM RATINGS 
1-V characteristics at different temperatures 
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(AM1.5, 1000Wim') 
Nominal Module Ope「ating Temperature (NMOT) 
Temperature Coefficient of Voe 
Temperature Coefficient of lsc 
Temperature Coefficient of Pmax 
Operational Temperature 
Maximum System Voltage 

Module Fire Performance 
Max Series Fuse Rating 
Limiting Reverse Current 

44•c士2·c
-0.29%1°C 
0.05%1°C 
-0.37%1°C 
-40°c~+as·c 
1500VDC 

CLASS C (IEC) 
20A 
20A 

risen 
Tashan Industry Zone, Meilin, 
Ninghai 315609,Ningbo I PRC 
Tel: +86-57 4-59953239 
Fax: +86-574-59953599 
E-mail: marketing@risenenergy.com 
Website: www.risenenergy.com 
REM120扯9BB-EN-H1千2020

PACKAGING CONFIGURATION 

Number of modules per container 
Number of modules per pallet 
Number of pallets per container 
Packaging box dimensions (LxWxH) in mm 
Box gross weight[kg) 

CAUTION: READ SAFETY AND INSTALLATION INSTRUCTIONS BEFORE USING THE PRODUCT. 
©2020 Risen Energy. All rights reserved. Spec巾cations included in this datasheet are subject to change without notice 

THE POWER OF RISING VALUE 

40ft 20ft 
780 180 
30 30 
26 6 

1800x 1105x 1180 1800x1105x1180 

680 680 

STC: lrradiance 1000 W/m', Cell Temperature 25'C, Air MassAM1 .5 according to EN 60904-3. 
* Module Efficiency(%): Round-off to the nearest number 
Sorting and binning tolerances: 0-4.99W Measurement tolerance: 士3%
Short Circuit Current tolerance: 士4% Open Circuit Voltage tolerance土3% 
15 Years Limited Product Warranty; 25 Years Limited Power Warranty
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Dimensions of PV Module 吐叩

ELECTRICAL DATA (STC)

Model Number RSM144-7-430M 
 

RSM144-7-435M RSM144-7-440M RSM144-7-445M  
1048 士2

Rated Power in Watts-Pmax(Wp) 430 435 440 445 
Open Ci 「cuit Voltage-Voc(V) 49.30 49.40 49.50 49.60 

8-9,20 竺 Short Ci 「cuit Current-lsc(A) 11.10 11.20 11.30 11.40 
尸一

！ _尸|
Maximum Power Voltage-Vmpp(V) 40.96 41.05 41.13 41.25 
Maximum Power Current-lmpp(A) 10.50 10.60 10.70 10.80 
Module Efficiency(%) * 19.5 19.7 19.9 20.1 
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ELECTRICAL DATA (NMOT) 

Model Number RSM144-7-430M RSM144-7-435M RSM144-7-440M RSM144-7-445M  
Maximum Power-Pmax (Wp) 321.5 325.2 329.6 333.9 
Open Ci 「cuit Voltage-Voe (V) 45.36 45.45 46.18 46.39 
Short Circuit Current-lsc (A) 9.10 9 18 9.27 I 9 35 
Maximum Power Voltage-Vmpp (V) 37.53 37.60 37.80 37.90 
Maximum Power Current-Im pp (A) 8.57 8.65 8.72 l 8.81 

NMOT: lrradiance at 800 W/m', Ambient Temperature 20'C, Wind Speed 1 mis. 

MECHANICAL DATA 
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RSM144-7-440M 
l•V characteristics at different irradiations 
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Voltage(V) 

Solar cells 
Cell configuration 
Module dimensions 
Weight 

Superstrate 

Substrate 

Frame 
J-Box 
Cables 
Connector 

Monocrystalline 166x83mm 
144 cells (6x12+6x12) 
2108x1048x40mm 
25kg 

High Transmission, Low Iron, Tempered ARC Glass 

White Back-sheet 
Anodized Aluminium Alloy type 6063T 5, Silver Color 
Potted, IP68, 1500VDC, 3 Schottky bypass diodes 
4.0mm2 (12AWG), Positive(+) 270mm, Negative(-) 270mm 
Risen Twinsel PV-SY02, IP68 

TEMPERATURE & MAXIMUM RATINGS 
1-V characteristics at different temperatures 
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0 • . . 0 10 20 :i-0 如 ;, 60 Voltage(V) 

Nominal Module Ope 「ating Temperature (NMOT) 
Temperature Coefficient of Voe 
Temperature Coefficient of lsc 
Temperature Coefficient of Pmax 
Operational Temperature 
Maximum System Voltage 

Module Fire Performance 
Max Series Fuse Rating 
Limiting Reverse Current 

44•c士2·c
-0.29%1°C 
0.05%1°C 
-0.37%1°C 
-40°c~+as·c 
1500VDC 

CLASS C (IEC) 
20A 
20A 

risen 

Tashan Industry Zone, Meilin, 
Ninghai 315609,Ningbo I PRC 
Tel: +86-57 4-59953239 
Fax: +86-574-59953599 
E-mail: marketing@risenenergy.com 
Website: www.risenenergy.com 
REM144扯9BB-EN-H1千2020

PACKAGING CONFIGURATION 

Number of modules per container 
Number of modules per pallet 
Number of pallets per container 
Packaging box dimensions (LxWxH) in mm 
Box gross weight[kg) 

CAUTION: READ SAFETY AND INSTALLATION INSTRUCTIONS BEFORE USING THE PRODUCT. 
©2020 Risen Energy. All rights reserved. Spec巾cations included in this datasheet are subject to change without notice 

THE POWER OF RISING VALUE 

40ft 20ft 

594 135 
27 27 
22 5 

2140x1130x1180 2140x1130x1180 

730 730 

STC: lrradiance 1000 W/m', Cell Temperature 25'C, Air MassAM1 .5 according to EN 60904-3. 
* Module Efficiency(%): Round-off to the nearest number 
Sorting and binning tolerances: 0-4.99W Measurement tolerance: 士3%
Short Circuit Current tolerance: 士4% Open Circuit Voltage tolerance土3% 
15 Years Limited Product Warranty; 25 Years Limited Power Warranty

RSM144-7-450M 
450 

49 70 
11 50 
41 30 
10 90 
20.4 

RSM144-7-450M 
338.2 
46.43 
9.43 
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8.90 
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Dimensions of PV Module , ... 叩
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ELECTRICAL DATA (STC) 

Model Number RSM150-8-485M RSM150-8-490M RSM150-8-495M RSM150-8-500M  

Rated Power in Watts-Pmax(Wp) 485 490 495 500 
Open Ci「cuit Voltage-Voc(V) 50.35 50.57 50.79 51.01 

Short Ci「cuit Current-lsc(A) 12.25 12.32 12.39 12.46 
Maximum Power Voltage-Vmpp(V) 42.22 42.44 42.66 42.88 
Maximum Power Current-lmpp(A) 11.50 11.56 11.62 11.68 

Module Efficiency(%) * 19.8 20.0 20.2 20.4 

勹
cu 

ELECTRICAL DATA (NMOT) 

Model Number RSM150-8-485M RSM150-8-490M RSM150-8-495M RSM150-8-500M  
Maximum Power-Pmax (Wp) 367.7 371.5 375.4 379.3 
Open Ci「cuit Voltage-Voe (V) 46.83 47.03 47.23 47.44 
Short Ci「cuit Current-lsc (A) 10.05 10.10 10.16 10.22 

39.38 39.59 39.79 Maximum Power Voltage-Vmpp (V) 39.18 
Maximum Power Current-Im pp (A)        9.38 9.43 9.48 9.53 

NMOT: lrradiance at 800 W/m', Ambient Temperature 20'C, Wind Speed 1 mis. 

MECHANICAL DATA 
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RSM150-8-490M 
1-V characteristics at different irradiations 
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10 20 30 40 so 60 
Voltage(V) 

Solar cells 
Cell configuration 
Module dimensions 
Weight 
Superstrate 

Substrate 

Frame 
J-Box 
Cables 
Connector 

Monocrystalline 21 Ox?Omm 
150 cells (5x15+5x15) 
2220x1102x40mm 
28kg 

High Transmission, Low Iron, Tempered ARC Glass 

White Back-sheet 
Anodized Aluminium Alloy type 6063T 5, Silver Color 
Potted, IP68, 1500VDC, 3 Schottky bypass diodes 
4.0mm叮12AWG), Positive(+) 270mm, Negative(-) 270mm 
Risen Twinsel PV-SY02, IP68 

TEMPERATURE & MAXIMUM RATINGS 
1-V characteristics at different temperatures 
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Voltage(V) 

-10七

Nominal Module Operating Tempe 「ature (NMOT) 
Temperature Coefficient of Voe 
Temperature Coefficient of lsc 
Temperature Coefficient of Pmax 
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Maximum System Voltage 

Module Fire Performance 
Max Series Fuse Rating 
Limiting Reverse Current 
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Tashan Industry Zone, Meilin, 
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E-mail: marketing@risenenergy.com 
Website: www.risenenergy.com 
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PACKAGING CONFIGURATION 

Number of modules per container 
Number of modules per pallet 
Number of pallets per container 
Packaging box dimensions (LxWxH) in mm 
Box gross weight[kg) 

44•c士2°c
-o.2a%1°c 
o.os%1°c 
-0.36%/0c 
-40°c-+as·c 
1500VDC

CLASS C (IEC) 
20A 
20A 

40ft(HQ) 
540 
27 
20 
2250x1130x1240 

810 

CAUTION: READ SAFETY AND INSTALLATION INSTRUCTIONS BEFORE USING THE PRODUCT. 
©2020 Risen Energy. All rights reserved. Spec巾cations included in this datasheet are subject to change without notice 

THE POWER OF RISING VALUE 

STC: lrradiance 1000 W/m', Cell Temperature 25'C, Air MassAM1 .5 according to EN 60904-3. 
* Module Efficiency(%): Round-off to the nearest number 
Sorting and binning tolerances: 0-4.99W Measurement tolerance: 士3%
Short Circuit Current tolerance: 士4% Open Circuit Voltage tolerance土3% 
15 Years Limited Product Warranty; 25 Years Limited Power Warranty
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